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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Double strain relief construction 

Electrical 
Voltage: 125V 
Current: 1.5A 

~x· Modular Plug 

\......._,/ 87031 
• To terminate flat oval telephone cord to REA 

Bulletin 345-80, PE 75 Contact Resistance: 20mQ max. 

Reference Information 
Product Specification: PS-87031 
Packaging: Bag 

Dielectric Withstanding Voltage: 1 OOOV AC rms 
Insulation Resistance: 500 Mn min. 

Physical 
UL File No.: E107635{N) 
Mates With: FCC 68 jacks 
Designed In: Inches 

Housing: Natural polycarbonate, UL 94V-2 
Contact: Phosphor Bronze 
Plating: See Table 
Operating Temperature: -40 to +60 ·c 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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040 
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SECTION Z-Z 

r----- 12. 3 2 _______, 
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CIRCUIT 1 

ORDERING INFORMATION AND DIMENSIONS 

Circuits loaded Order No. 
Contacts Plati'!D_ No. 1 Plath~.!!_ No. 2 Plati'!D_ No. 3 

4 4 87031 -0413 87031 -0423 87031 -0433 
6 2 87031 -0615 87031 -0625 87031 -0635 
6 4 87031 -0617 87031-0627 87031 -0637 
6 6 87031 -0619 87031 -0629 87031 -0639 

Plating Na. l: 0.76µm (30µ") min. Gold in contact area, l.27µm (50µ") min. Tin/Lead in pierce area both over Nickel 
Plating No. 2: l .27µm (50µ") min. Gold in contact area, l .27µm (50µ") min . Tin/Lead in pierce area both over Nickel 
Plating No. 3: 0.38µm (15µ" ) min. Gold in contact area, l.27µm (50µ") min. Tin/Lead in pierce area both over Nickel 

0-2 MXOl 

2.77 
~ 

t 
6 .64 
~ 

t 

FCC 68 
6 and 4 Position 

Dimension 
A B E 

7.62 (.300) 3.05 (.120) 5.21 (.205) 
9.65 (.380) 5.08 (.200) 5.21 (.205) 
9.65 (.380) 5.08 (.200) 5.21 (.205) 
9.65 (.380) 5.08 (.200) 6.98 (.275) 

F 
4.60 (.181) 
4.60 (.181) 
4.60 (.181) 
4.60 (.181) 



FEATURES AND SPECIFICATIONS 
Features anti Benefits 
• Pre-assembled contacts 
• To terminate flat oval telephone cord to REA 

Bulletin 345-80, PE 75 
• Strip mounting-cost efficient, time saving 
• 4-, 6- and 8-way loaded or partially loaded 

Reference Information 
Product Specification: PSX9007 5-E 
Packaging: Strip mounted or bag 
UL File No.: 86046 
Mates With: WE Co. and FCC 68 jacks 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

ORDERING INFORMATION AND DIMENSIONS 

r:\ molex® Modular Plug 

\..._./ 90075 Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: l OOOV rms 
Insulation Resistance: 500 Mn min. 

Mechanical 
Cable to Plug Tensile Strength: 7.71 kg (17 lb) min. 

Physical 
Housing: Natural polycarbonate, UL 94V-2 
Contact: Phosphor Bronze 
Plating: See Table 
Operating Temperature: -40 to +60 ·c 

2.79 
-:TIO 

OPT IONAL KEY 

Order No. 

1.40 
.055 

FCC 68 
Short Body 

Dimension 
Circuits Loaded Contacts Key Str!t Mounted ·~ A B 

Platl'!l No. 1 Platl'!l No. 2 Platl'!l No. 1 Plotl'!l No. 2 
4 4 Na 90075-0001 90075-0025 90075-0003 90075-0027 7.62 (.300) 3.05 (.120) 
6 4 Na 90075-0009 90075-0033 90075-0011 90075-0035 9.65 (.380) 5.08 (.200) 
6 6 No 90075-0005 90075-0029 90075-0007 90075-0031 9.65 (.380) 5.08 (.200) 
8 8 No 90075-0130 90075-0139 90075-0132 90075-0141 11 .68 (.460) 7.11 (.280) 

Plating No. 2: 1.27µm (50µ") min. Gold in contact area, 1.27µm (50µ") min. Tin/Lead in pierce area, Nickel overall 

MXOl 

c D 

2.54 (.100) 4.95 (.195) 
3.25 (.128) 6.05 (.238) 
3.25 (.128) 6.05 (.238) 
3.25 (.128) 6.10 (.240) 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Flat oval and round cable 
• Two terminal options: Round and flat top 
• To terminal with line cords to PE-75 REA specifications 

Electrical 
Voltage: l 25V DC max. 
Current: l .5A max. 
Contact Resistance: 25mn max. 

~x· Modular Plug 

'-./ 87522 
RJ-45/FCC 68 

Reference Information 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 Mn min. Long Body, 8 Position 

Product Specification: PS-87 522-0001 
Packaging: Bag 
UL File No.: El 07 635 
Mates With: FCC 68 and RJ 45 Jacks 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

SECTION A-A 

ROUND TOP TERMINAL 
OPTION 

ORDERING INFORMATION 

Circuits Loaded 
Contacts 

8 4 
8 6 
8 8 

Mechanical 
Cable to Plug Tensile Strength: BON ( 17. 9 5 lb) 
Durability: 200 cycles 

Physical 
Housing: Natural polycarbonate, UL 94V-2 
Contact: Phosphor Bronze 
Plating: l .27µm (50µ") min. Gold in contact area over 

Nickel overall 
Operating Temperature: -40 to +60'C 

Flat Top 
87522-4002 
87522-6002 
87522-8002 

FLAT TOP TERMINAL 
OPTION 

Round Cable 
Round Top 
87522-4007 
87522-6007 
87522-8007 

Note: Please contact Molex for 0.76µm (30µ") min. Gold in contact area over Nickel overall, 0.38µm (l 5µ") min. Gold 
in contact area over Nickel overall 

0·4 MXOI 

Order No. 

FLAT OVAL CABLE 
OPTION 

ROUND CABLE 
OPTION 

Flat Tl!l_ 
87522-4102 
87522-6102 
87522-8102 

Flat Oval Cable 
Round Tq_ 
87522-4107 
87522-6107 
87522-8107 



FEATURES AND SPECIFICATIONS 
Features and Benefits 
• 8-way RJ45 fully shielded plug 

/:'\ 
molex® Modular Plug 

\..._./ 95043 
• 1-piece dual-function shield for optimal strain relief 

(hex crimp) and 360" shielding 
• Selectively Gold-plated contact 

Electrical 
Voltage: 125V 
Current: 1.SA 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: 1 OOOV rms 
Insulation Resistance: 500 Mn min. 

8 Position, Shielded 
• Terminates with 5.40 or 6.00mm LAN, STP or ISDN 

recommended round cables 
• Rubber boot for ideal grip, color coded for line tracing and 

different network types 
• Meets CAT 5 to EIA/TIA 568 B requirements (l 00 Mbits/s) 

Reference Information 
Product Specification: PS-95043-F 
Packaging: Bag 
CSA File No.: LRl 9980-478 
Mates With: WE Co. and FCC 68 jacks 

CATALOG DRAWING (FOR REFERENCE ONLY) 

Mechanical 
Cable to Plug Tensile Strength: 1 Okg (21 lb) min. 

Physical 
Housing: Natural polycarbonate, UL 94V-2 
Contact: Phosphor Bronze 
Plating: 1.27µm (50µ") Gold in contact area and Tin/Lead 

in pierce area, both over Nickel 
Operating Temperature: -40 to +60 ·c 

2165 
~ 

DtQ 
C DIA 

~852 Av 
/ 

E DIA ~ 

CIRCUIT 1 

j 6.05 L 
.238 6.60 

1""81. __ 15.70 __ _ 
.618 

ORDERING INFORMATION AND DIMENSIONS 

.260 

1.00 
.039 

2.77 
.109 

Order No. Dimension 
Circuits loaded Boot Color For S.40mm For 6.00mm c Contacts A B D Cable Cable S.40mm Cable 6.00mm Cable 

B B Black 95043-2B91 95043-5B91 
B B Beige/Gray 95043-2B92 95043-5B92 
B B Green 95043-2B93 95043-5B93 
B B Red 95043-2B94 95043-5B94 1 l.6B (.460) 7.11 (.2BO) 6.60 (.260) 7.20 (.2B3) 6.10 (.240) 
B B Yellow 95043-2B95 95043-5B95 
B B Blue 95043-2B96 95043-5B96 
8 8 Without boot 95043-2B81 95043-5B81 

MXOl 

E 

S.40mm Cable 6.00mm Cable 

5.60 (.220) 6.20 (.244) 

F 

3.25 (.12B) 

o-s 



"' ...: ... 
a .... 

"'Cl 
I: 
a 
"' m 
:::t 
;: .. 
a 
"i 
"'Cl 
0 
E 

FEATURES AND SPECIFICATIONS 
Features and Benefits 
• Integrated magnetics, capacitors and resistors for space 

savings and reduced components on the motherboard 
• Eases logistics 
• Flexible magnetic design adapts to physical specifications 

from any vendor 
• EMl/RFI protection includes common mode chokes 
• Full magnetic performance suitable for UTP and STP 

applications 
• Symmetrical RX/TX design can be used on PCB or hub side 

Reference Information 
Product Specification: PS-85533-017 
Packaging: Tray 
Mates with: FCC 68 Plugs 
Designed in: Millimeters 

Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: 1500V 
Insulation Resistance: 500 Mn min. 
OCL (TX, RX): 400µH min. 

CATALOG DRAWING (FOR REFERENCE ONLY) 

--~x· Modular Jack 
Electrical (continued) '---/ Hyper Jack™ 
Insertion Loss (TX, RX): 0.1 to 100 MHz -1 dB max. 
Return Loss (TX, RX): 

0.5 to 30 MHz -18 dB min. 85533 
40 MHz -15.5 dB min. 
50 MHz -13.6 dB min. 
60 to 80 MHz -12 dB min. 

Common Mode Rejection (TX, RX): 
1 to 30 MHz -50 dB min. 
60 MHz -37 dB min. 
100 MHz -28 dB min. 

Crosstalk TX-RX (NEXT): 
1 to 30 MHz -42 dB min. 
60 MHz -38 dB min. 
100 MHz -35 dB min. 

Isolation (Hi-Pot): 1500V AC or 2250V DC 
Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Contact Area-Post plate 1.27 to 1.52µm 

(50 to 60µ") Gold 
Solder Tail Area-1.90µm (75µ") min. Tin/Lead 
Underplating-Nickel 

Operating Temperature: -40 to +80°( 

Right Angle 
Shielded 

16~0 .638 

L 
CIRCUIT 1 

___ 8.89 

.350 

----+--.!dl. Ty p 
.050 

o.9 o DIA TYP 
.035 

t 57 DIA TYP 
.062 

~ 
llZ._ TYP~ .050 

11.43 
.450 
15.70 
.618 

ORDERING INFORMATION 

Circuits 

0-6 

13.60 

.5i5 i ~-=:;::;:::;:1.r-ir-11=~ 

2.54 
~ 

2.80 
~ 

loaded Contacts Order No. 
85533-0002 

MXOl 

-----"'---- 11.4 3 .450 

3 ·25 DIA TYP .128 

PCB LAYOUT COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: ~ 
.062 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Performance better than category 5 
• Very low profile-about 3/ 4 that of industry standard 
• Automatic placement possible 
• Foot pattern identical to industry standard 
• High reliability, square contact 

Reference Information 
Product Specification: PS-95001-E 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

CIRCUIT 1 

11 .43 
.450 

ORDERING INFORMATION 

Circuits 

JB_ TYP 
.050 

Loaded Contacts 

~x· Modular Jack 

"--./ 85503 
Electrical 
Voltage: l 25V 
Current: 1.5A 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 MQ min. 

High-Speed, Right Angle 
Low Profile 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate l .27 to l .52µm (50 to 60µ") Gold in 

contact area, l. 90µm (7 5µ") min. (90/l 0) Tin/Lead in 
tail area both over Nickel overall 

Operating Temperature: -40 to +ao·c 

1524r=• 
.600 

6 .35 
.250 

o.9 o DIA TYP 
.035 

CIRCUIT 1 

1~;g th_J 7 80 
~ 307--~ 

3.25 DIA 
.128 

300 J lnrvP 
~TYP .13 

8 .89 
.350 

8 .89 
.350 

PCB EDGE 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS : ..!dL 
.062 

Order No. 
85503-0001 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Performance better than category 5 
• Advanced EMl/RFI protection 
• ISDN standard 
• Industry standard footprint and height 

Reference Information 
Product Specification: PS-95122 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

Electrical 
Voltage: 125V 
Current: 1.5A 

Qx· Modular Jack 

\..._./ 85504 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 MQ min. 
Shielding Effectiveness: 20 dB min. 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ") min. 

(90/10) Tin/Lead in tail area both over Nickel overall 
Operating Temperature: -40 to +ao·c 

High-Speed, Right Angle 
Low Profile, Internal Shield 

CATALOG DRAWING (FOR REFERENCE ONLY) 

CIRCUIT 1 

11.43 
.450 
15.75 
.620 

ORDERING INFORMATION 

~r=~ 
.600 

gz__TYP 
.050 

3 .00 TYP 
.118 

Circuits Loaded Contacts Order No. 
85504-0001 

0-8 MXOl 

o.9 o DIA TYP 
.035 

CIRCUIT 1 

3.05 
.120 

6.35 
.250 

PCB EDGE 

8 .89 
.350 

TYP 
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11.43 ------+- .4 5 0 

PCB LAYOUT: COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: J.2L 
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FEATURES AND SPECIFICATIONS 
Features and Benefits 
• Performance better than category 5 
• Fully shielded connectors 
• Advanced EMl/RFI protection 
• ISDN standard 
• Industry standard footprint and height 

Reference Information 
Product Specification: PS-85505 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

CIRCUIT 1 
8 . 8 9 ----4-1-M-

. 350 

15.75 
.620 

ORDERING INFORMATION 
Circuits looded Contocts 

8 8 
8 8 
8 8 

.!11_ TYP 

.050 

Order No. 
85505-0001 
85505-0002 
85505-0007 

~x· Modular Jack 

\..._/ 85505 Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 
Shielding Effectiveness: 20 dB min. 

High-Speed, Right Angle 
Low Profile, Shielded 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ"} Gold in 

contact area, 1.90µm (75µ"} min. (90/10) Tin/Lead in 
tail area both over Nickel overall 

Operating Temperature: -40 to +80"C 

0.9 0 DIA TYP 
.035 

CIRCUIT 1 

7.80 
.307 

3.05 
~ 

i.--___.,..i--_ 8 . 8 9 
.350 

l 27 TYP 
.050 

6 .35 
.250 

8 .89 
350 

3·25 DIA TYP 
.128 

PCB EDGE 

DIA TYP 

3.00 TYP 
.118 

Panel Ground 
No 
Yes 

Yes 
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PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS : .!21_ 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Exceeds Category 5 performance 
• Gigabit Ethernet compatible 
• Enclosed top 
• Industry Standard Footprint 
• Shield with enhanced panel grounding tabs 
• Surface Mount Compatible 

Reference Information 
Product Specification: PS-44050-003 
Packaging: Tray 
UL File No.: El07635 
CSA File No.: LRl 9980 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

OPTIONAL PANEL 
GROUND TABS 

Electrical 
Voltage: l 25V 
Current: l .5A 

~x· Modular Jack 
"'--/ 

44050 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 Mn min. 

High Speed, Right Angle 
Low Profile 
Shielded and Unshielded 

Mechanical 
Durability: 500 cycles min. 

Physical Versions 
Housing: Black glass-filled, high temperature nylon, UL 94V-O 
Plating: Contact Area-1.27 µm (50µ") min. Gold 

Solder Tails-l .27µm (50µ") Tin/Lead on both contact 
area and solder tails over Nickel overall 

Operating Temperature: -40 to +ao·c 

107~E F 

.422 

c 

RECOMMENDED fD PANEL OPENING 
13.89 0 .38 TOP OF PCB TO 
.54 7 .015 BOTTOM OF OPENING 

~ ------- ~ 
I- 16 .51 _J 

.650 

2.12 
084 

--0 1.27 

E ---1F----~B6~~ DIA 

+-----EB .050 
-+---~-----< + !-----+ 

0---+---t--~ 
0->----+-c:J ~ ~ 

8

3~6 

lf 0 .89 • 
DIA .1~; ~ EB .035 DIA TYP 

6.35 
250 

3 8.89 
DIA -:128 .350 

PCB LAYOUT : COMPONENT SIDE 
RECOMMENDED PCB THICKNESS : 1.57 /0 .062 

ORDERING INFORMATION AND DIMENSIONS 

Order No. 

Loaded 
Shielded Dimension 

Circuits Contacts Unshielded With All Panel Grounding Tabs With Offset Panel Grounding 
Tabs 

Location E Location F Location E Location F A B c D E 
8 8 44050-0001 15.24 (.600) 8.89 (.350) 11.43 (.450) 12.83 (.505) 
8 8 44050-0007 44050-0009 15.80 (.622) 8.89 (.350) l l.43 (.450) 13.08 (.515) 4.57 (.180) 
8 8 44050-0002 44050-0004 15.80 (.622) 8.89 (.350) 11.43 (.450) 13.08 (.515) 3.68 (.145) 
8 8 44050-0006 44050-0008 15.80 (.622) 8.89 (.350) 11.43 (.450) 13.08 (.515) 3.05 (.120) 

F 

8 8 44050-0003 44050-0005 15.80 (.622) 8.89 (.350) 11.43 (.450) 13.08 (.515) 3.05 (.120) 

0-10 MXOl 



FEATURES AND SPECIFICATIONS 
Features anti Benefits 
• Fully shielded connector 
• Shield with enhanced panel grounding tabs 
• Exceeds Category 5 performance 
• Automatic vacuum placement 

Reference Information 
Product Specification: PS-95122 and PS-85505 (Section 5.2) 
Packaging: Antistatic blister tape on reels 
Mates With: FCC68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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ORDERING INFORMATION 
Circuits Looded Contocts 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 

\.....__/ 85543 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 
Shielding Effectiveness: 20dB min. 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Contact Area-Post plate l .27 to l .52µm 

(50 to 60µ") Gold 
Solder Tail Area-l .90µm (75µ") min. Tin/Lead 
Underplating-Nickel 

Operating Temperature: -40 to +80°( 

REAR VIEW 

bb: 
L4.0 

.16 

Order No. 
85543-0001 

MXOl 

High Speed, SMT 
Right Angle 
Low Profile 
Shielded 

___ 8.89 

.350 
TYP 1.27 

.050 

CIRCUIT 1 

E.o 
.307 

13.63 
.537 

PCB LAYOUT: COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: 

11.43 
.450 

1.57 
.062 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Exceeds Category 5 performance 
• Gigabit Ethernet compatible 
• 2, 4, 6 and 8 port configurations available 
• Shield with enhanced panel grounding tabs 
• l 00% tested for hi-pot and continuity 
• Industry Standard Footprint 
• High-temperature plastic 

Reference Information 
Product Specification: PS-44150-003 
Packaging: Tray 
UL File No.: El07635 
CSA File No.: LRl 9980 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

r- 21.02 i 
.828 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 Mn min. 

Mechanical 
Durability: 500 cycles min. 

"---/ 
44150 
High Speed, Ganged, 
Right Angle, Low Profile 
Shielded and Unshielded 

Physical Versions 
Housing: Glass-filled nylon, UL 94V-O 
Plating: Contact Area-l .27µm (50µ") min. Gold 

Solder Tails-l .27µm (50µ") Tin/Lead on both contact 
area and solder tails over Nickel overall 

Operating Temperature: -40 to +80'C 

CIRCUIT 1 
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ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts No. of Ports 
Order No. 

Snl!_tFit P4:1_s Press-Fit P!l_S 

. c IJ 128 DIA TYP I 

IE----------~H " 

A B 

PCB LAYOUT : COMPONENT SIDE 

2 THROUGH 8 PORTS SHIELDED 

6 POR T LAYOUT SHOWN 

RECOMMENDED PCB THICKNESS ~ 
062 

Dimension 
c D F G 

8 8 2 44150-0001 44150-0017 30.48 (1.20) 8.89 (.350) 25.40 (1.00) 12.83 (.505) 10.16 (.400) 13.97 (.550) 
8 8 4 44150-0002 44150-0018 58.42 (2.30) 
8 8 6 44150-0003 44150-0019 86.36 (3.40) 
8 8 8 44150-0004 44150-0020 114.30 (4.50) 

Order Na. 
Circuits Loaded No. of Ports 0_.l!!ion 1• 0_.l!!ion 21 Contacts A 

SnCIJl"Fit Peg_s Press-Fit P!l_S Sn~·Fit Pegs Press-Fit Pegs 
8 8 2 44150-0005 44150-0021 44150-0011 44150-0027 31.12 (1.22) 
8 8 4 44150-0006 44150-0022 44150-0012 44150-0028 59 .05 (2.32) 
8 8 6 44150-0007 44150-0023 44150-0013 44150-0029 87.00 (3.42) 
8 8 8 44150-0008 44150-0024 44150-0014 44150-0030 114.94 (4.52) 

Note: Contact Molex for alternative rear grounding tab option on 4 and 8 port order numbers only. 
• Dimension E = 3.68mm (.145") 
t Dimension E = 4.57mm (.180") 

0-12 MXOl 

8.89 (.350) 53.34 (2.10) 12.83 (.505) 10.16 (.400) 13.97 (.550) 
8.89 (.350) 81 .28 (3.20) 12.83 (.505) 10.16 (.400) 13.97 (.550) 
8.89 (.350) 109.22 (4.30) 12.83 (.505) 10.16 (.400) 13.97 (.550) 

Dimension 

B c D F G H 

8.89 (.350) 25.40 (1.00) 13.31 (.524) 10.16 (.400) 13.97 (.550) 30.84 (1.21) 
8.89 (.350) 53.34 (2.10) 13.31 (.524) 10.16 (.400) 13.97 (.550) 58.78 (2.31) 
8.89 (.350) 81.28 (3.20) 13.31 (.524) 10.16 (.400) 13.97 (.550) 86.72 (3.41) 
8.89 (.350) 109.22 (4.30) 13.31 (.524) 10.16 (.400) 13.97 (.550) 114.66 (4.51) 



FEATURES AND SPECIFICATIONS ~x· Modular Jack 
Features anti Benefits 
• Exceeds Category 5 performance 
• Gigabit Ethernet compatible 
• Traditional industry pin layout 
• Shield with enhanced panel grounding tabs 
• 100% tested for hi-pot and continuity 
• 8, 12 and 16 port configurations available 

Reference Information 
Product Specification: PS-44170-0003 
Packaging: Tray 
UL File No.: El 07 635 
CSA File No.: LRl 9980 
Mates with: FCC 68 Plugs 
Designed in: Inches 

Electrical 
Voltage: 125V 
Current: 1.5A max. 
Contact Resistance: 1 Omn max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 

Mechanical 
Durability: 500 cycles 

Physical 

"----/ 

Housing: Black glass-filled polyester, UL 94V-O 
Plating: Contact Area-1.27µm (50µ") min. Gold 

Solder Tail Area-1 .27µm (50µ") Tin/Lead 
Underplating-Nickel 

Operating Temperature: -40 to +80°( 

CATALOG DRAWING (FOR REFERENCE ONLY) 

0 0 
A +O 76 • , 

• 
0~ I I RECOMMENDED 1Q PANEL OPENING 
~ 8 TOP OF PCB TO 1r_ -5 BOTTOM OF OPENING 

13 .97 
______ ,,_55 

44S20 
High Speed, Stacked, 
Multi-Port Right Angle 
Shielded 

2 76 
109 
2 13 
084 

PCB LAYOUT: COMPONENT SIDE 
RECOMMENDED PCB THICKNESS: 1.5710.062 

ORDERING INFORMATION AND DIMENSIONS 

Loaded Contacts Number of Ports 
Order Number Dimension 

Circuits 
Snq_ Fit P!.9_s Press Fit P!9_s A B c 

8 44520-0001 44520-0004 59.18 (2.33) 8.89 (.350) 53.34 (2. l 0) 
8 8 12 44520-0002 44520-0005 87.12 (3.43) 8.89 (.350) 81.28 (3.20) 

16 44520-0003 44520-0006 115.06 (4.53) 8.89 (.350) 109.22 (4.30) 

Note: Contact Molex for 30µ" select Gold plating or for alternative rear and center grounding tab option order numbers 

MXOl 

ITYP) 

ITYP) 

0-13 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Exceeds Category 5 performance 
• Traditional industry pin layout 
• Distinctive lightpipe arrow indicators 
• Lower electrical noise than LED offerings 
• 30% fewer leads than LED offerings 
• Space saving design 

~x· Modular Jack 
Electrical 
Voltage: 125V 
Current: 1.5A max. 
Contact Resistance: 1 OmQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 

"---/ 
44170 
High Speed, Stacked, 
Multi-Port 
Right Angle 

Reference Information 
Product Specification: PS-44170-0003 
Packaging: Troy 

Mechanical 
Durability: 500 Cycles Shielded with Lightpipes 

UL File No.: El 07635 
CSA File No.: LR149980 
Mates With: FCC 68 Plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

c c 

ORDERING INFORMATION AND DIMENSIONS 

Physical 
Housing: Black glass-filled Polyester, UL 94V-O 
Plating: Contact Area-1.27µm (50µ") min. Gold 

Solder Tails-1.27 µm (50µ") Tin/Lead on both contact 
area and solder tails 
Underplating-Nickel 

Operating Temperature: -40 to +ao·c 

9 .15 
36 

4.57 
~ 16 PORT ONLY 

IE------c------
PCB LAYOU T: COMPONENT SIDE 

RECOMMENDED PCB THICKNESS : 1.57 /0 .062 

Circuits Loaded Contacts No. of Ports 
Order No. Dimension 

Snap_ Fit Pegs Press Fit Pegs A B 
8 8 8 44170-0001 44170-0004 59.18 (2 .33) 8.89 (.350) 
8 8 12 44170-0002 44170-0005 87 .12 (3.43) 8.89 (.350) 
8 8 16 44170-0003 44170-0006 115.06 (4.53) 8.89 (.350) 

Note: Contact Molex for 30µ" select Gold plating or for alternative rear and center grounding tab option order numbers. 

0-14 MXOl 

c 
53.34 (2. l 0) 
81.28 (3.20) 

109.22 (4.30) 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Robust fitting nails 
• Enclosed top 
• 100% electrically tested 
• .006" max. "nail-to-tail" coplanarity 

Reference Information 
Product Specification: PS-43743-001 
Packaging: Tape and reel 
UL File No.: E107635 
CSA File No.: LRl 9980 
Mates With: FCC 68 plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

ORDERING INFORMATION AND DIMENSIONS 

Circuits 
Looded 

Order No. 
Contocts 

6 2 43743-6201 
6 4 43743-6101 
6 6 43743-6001 
8 4 43743-8301 
8 6 43743-8201 
8 8 43743-8101 

Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 1 OmQ max. 

Gx· Modular Jack 
"----/ 

43743 
SMT, Right Angle 

Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles min. 

Low Profile with Outboard 
Fitting Nails 

Physical 
Housing: Black glass-filled, high-temperature nylon, UL 94V-O 
Contact: Gold per FCC 68.5 specification 
Plating: 1.27µm (50µ") min. Gold in contact area and 

1.27µm (50µ") Tin/Lead on solder tails both over Nickel 
overall 

Operating Temperature: -40 to +80'C 

rBlr~TYP .025 

g.z_ TYP --i r 4 . 75 
.050 I .187 

c1Rcu1r 1 --------...uH~~----+ 

A 
13.21 (.520) 
13.21 (.520) 
13.21 (.520) 
15.24 (.600) 
15.24 (.600) 
15.24 (.600) 

MXOl 

.~·~~L 
12 PLACES! LD 

5 .65~ .223 
(2 PLACES) E 

D 

J 
6.65 
.262 

PCB LAYOUT • COMPONENT SIDE 

Dimension 
B ( D 

1.27 (.050) 16.89 (.665) 11 .66 (.459) 
3.81 (.150) 16.89 (.665) 11.66 (.459) 
6.35 (.250) 16.89 (.665) 11.66 (.459) 
3.81 (.150) 16.89 (.665) 11.66 (.459) 
6.35 (.250) 16.89 (.665) 11.66 (.459) 
8.89 (.350) 16.89 (.665) 11.66 (.459) 

E 
19.38 (.763) 
19.38 (.763) 
19.38 (.763) 
21.41 (.843) 
21.41 (.843) 
21.41 (.843) 

0-lS 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Side-by-side stackability 
• Enclosed top 
• l 00% electrically tested 
• .006" max. "nail-to-tail" coplanarity 

Reference Information 
Product Specification: PS-437 43-00 l 
Packaging: Tape and reel 
UL File No.: El07635 
CSA File No.: LRl 9980 
Mates With: FCC 68 plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

ORDERING INFORMATION AND DIMENSIONS 

Circuits 
Lo oded 

Contacts 
6 2 
6 4 
6 6 
8 4 
8 6 
8 8 

0·16 

Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: l OmQ max. 

~x· Modular Jack 

\.....__/ 44144 
SMT, Right Angle 

Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles min. 

Low Profile with Flush 
Fitting Nails 

Physical 
Housing: Black glass-filled, high-temperature nylon, UL 94V-O 
Contact: Gold per FCC 68.5 specification 
Plating: l .27µm (50µ") min. Gold in contact area and 

l .27µm (50µ") Tin/Lead on solder tails both over Nickel 
overall 

Operating Temperature: -40 to +80"C 

r B lr 0.64 TYP .025 

- ~~~ TYP 1 r ~;; 
1 ~1~~~~~1=f CIRCUIT 

Order No. 

44144-0017 
44144-0004 
44144-0005 
44144-0001 
44144-0002 
44144-0003 

6

.

65 

Fo o=f ~~~ 12 PLACESI 

.262 L 3-----1 2·54 (2 PLACES) .100 
A 

PCB LAYOUT : COMPONENT SIDE 

Dimension 
A B c 

13.21 (5.20) 1.27 (.050) 16.89 (.665) 
13.21 (.520) 3.81 (.150) 16.89 (.665) 
13.21 (.520) 6.35 (.250) 16.89 (.665) 
15.24 (.600) 3.81 (.150) 16.89 (.665) 
15.24 (.600) 6.35 (.250) 16.89 (.665) 
15.24 (.600) 8.89 (.350) 16.89 (.665) 

MXOl 

D 
11 .66 (.459) 
11 .66 (.459) 
11 .66 (.459) 
l l .66 (.459) 
l l .66 (.459) 
l l .66 (.459) 



FEATURES AND SPECIFICATIONS 

Features anti Benefits 
• Very low profile-about 3/ 4 that of industry standard 
• Automatic vacuum placement possible 
• Foot pattern identical to industry standard 
• High reliability, square contact 
• 0.1 Omm coplanarity 

Reference Information 
Product Specification: PS-85502 
Packaging: Anti-static blister reel 
UL File No.: El 07635 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

D 

~ 
~ 
8 VERSION 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts 

4 4 
6 4 
6 6 
8 8 

Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: 20mQ max. 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 

~x· Modular Jack 

\..._/ 8SS02 
SMT, Right Angle 
Low Profile 

Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold in 
contact area, l .90µm (75µ") min. (90/l 0) Tin/Lead 
in tail area both over Nickel overall 

Operating Temperature: -40 to +80°C 

CIRCUIT 1 

7.80 
.307 

0.7 5 TYP 
.030 

CIRCUIT 1 

2.80 
~ 

5.15 
.203 

x 

6 .35 TYP 
.250 

15.03 TYP 
.592 

PCB LAYOUT : COMPONENT SIDE 

Order No. 
Dimension 

A B D x 
85502-0005 11.18 (.440) 3.81 (.150) 14.13 (.556) 6. 94 (.273) 
85502-0006 13.21 (.520) 3.81 (.150) 16.16 (.636) 8.97 (.353) 
85502-0007 13.21 (.520) 6.35 (.250) 16.16 (.636) 8.97 (.353) 
85502-0008 15.24 (.600) 8.89 (.350) 18.19 (.716) 11 .00 (.433) 

MXOl 0-17 



"' ..:.: 
v a .... 

'"a 
I: 
a 

"' m 
::t 
;: .. 
a 

"S 
'"a 
0 
& 

E 

FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Very low profile-about 3/ 4 that of industry standard 
• Automatic vacuum placement possible 
• Foot pattern identical to industry standard 
• High reliability, square contact 
• 0.1 Omm coplanarity 

Reference Information 
Product Specification: PS-85502 
Packaging: Anti-static blister reel 
UL File No.: El 07635 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

8 VERSION 

Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: 20m.Q max. 
Insulation Resistance: 500 MO min. 

Qx· Modular Jack 

\.....__/ 85502 

SMT, Right Angle 
Low Profile 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 

For Pin in Hole Reflow 
Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold in 

contact area, l.90µm (75µ") min. (90/l 0) Tin/Lead 
in tail area both over Nickel overall 

Operating Temperature: -40 to +BO'C 

4 & 6 VERSION 

CIRCUIT 1 

~TYP DIA 
.055 

0.7 5 TYP 
.030 

6 .35 TYP 
.250 

[;] 'l;g t=ffi 
~~ ~~6 TYP 

7.80 
.307 

15.03 TYP 
.592 

l.___LlTYP 
B 084 

7 88 TYP 
E 310 

ORDERING INFORMATION AND DIMENSIONS 

Circuits loaded Contacts Order No. 

4 4 85502-0009 
6 4 85502-0010 
6 6 85502-0011 
8 8 85502-0012 

0-18 

12 .9 
.51 

A 
11.18 (.440) 
13.21 (.520) 
13.21 (.520) 
15.24 (.600) 

MXOl 

PCB EDGE 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: 1.57 
.062 

Dimension 
B E 

3.81 (.150) 11.08 (.436) 
3.81 (.150) 13.11 (.516) 
6.35 (.250) 13.11 (.516) 
8.89 (.350) 15.14 (.596) 

w 
10.13 (.399) 
12.16 (.479) 
12.16 (.479) 
14.19 (.559) 



FEATURES AND SPECIFICATIONS 
Features and Benefits 
• Fully shielded connector 
• Shield with enhanced panel grounding tabs 
• Automatic vacuum placement 

Reference Information 
Product Specification: PS-95122 
Packaging: Antistatic blister tape on reels 
Mates With: FCC68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

17.8 15.9 
To-:-63 

5.2 
21 

CIRCUIT 1 

{ 

22.5 
-:89 

·~d 
Ji2 20.9~ 

1--3.05 
.120 

ORDERING INFORMATION 

Circuits looded Contacts 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 

\..___,/ 85542 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 
Shielding Effectiveness: 20dB min. 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Contact Area-Post plate 1.27 to l .52µm 

(50 to 60µ") Gold 
Solder Tail Area-l .90µm (75µ") min. Tin/Lead 
Underplating-Nickel 

Operating Temperature: -40 to +80°C 

REAR VIEW 

bb 
L~ 

.16 

Order No. 
85542-0001 

MXOl 

SMT, Right Angle 
Low Profile 
Shielded 

TYP 1.27 
.050 

CIRCUIT 1 

___ 8.89 

.350 

E~~ 
.307 --...+-+--11.43 

.450 

13.63 
.537 

PCB LAYOUT: COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: 1.57 
.062 

0-19 
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FEATURES AND SPECIFICATIONS ~x· Modular Jack 
Features and Benefits 
• High reliability, square contact 
• EMl/RFI protection 
• ISDN standard 
• Automated vacuum placement 
• 0.1 Omm coplanarity 

Reference Information 
Product Specification: PS-95040 
Packaging: Blister reel 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

Electrical 
Voltage: l 25V 
Current: 1.5A 

\....__,/ 95040 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 MQ min. 
Shielding Effectiveness: 20 dB min. 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: 1.27 to 1.52µm (50 to 60µ") Gold in contact 

area, 1.90µm (75µ") min. (90/l 0) Tin/Lead in tail 
area both over Nickel overall 

Operating Temperature: -40 to +80'C 

SMT, Right Angle, 
Low Profile 
Internal Shield with 
Locating Pegs 

CATALOG DRAWING (FOR REFERENCE ONLY) 

CIRCUIT 1 

8 8 9 --+---+-!o&-
. 350 

11.43 
.450 
18.14 
T14 

ORDERING INFORMATION 
Circuits loaded Contacts 

8 8 

8 8 

8 8 

~J=• 
.600 

':;gtB 
_.lll_ TYP 
.050 

CIRCUIT 1 

2.94 
:116 

1.58 
.062 

3 ·25 DIA TYP 
128 

6 .35 
.250 

PCB EDGE 

2.50 TYP 
.098 

---1-12.9 2.54 
__... ............ .._ _100 

Description Order No. 
With plastic 

localing pegs • 95040-6885 

With plastic 
localing pegs • 95040-6887 

With metal • 95040-6889 locating pegs 

7.88 
.310 

Packaging 

13" Reel 

22" Reel 

13" Reel 

.51 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: 157 
.062 

• US Standard Product, available through Molex franchised distributors 

0-20 MXOl 

6 .35 
.250 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Robust fitting nails 
• Enclosed top 
• 100% electrically tested 
• . l 50mm (.006") max. "nail-to-tail" coplanarity 

Reference Information 
Product Specification: PS-43743-001 
Packaging: Tape and reel 
UL File No.: E107635 
CSA File No.: LRl 9980 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

(2 PLACES) 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts Order No. 

6 2 43841-0018 
6 4 43841-0004 
6 6 43841-0005 
8 4 43841-0001 
8 6 43841-0002 
8 8 43841-0003 

{:\ 
molex® Modular Jack 

Electrical 
Voltage: 125V 
Current: 1.5A 

"--/ Receptacle 

Contact Resistance: 1 Omn max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 

Mechanical 
Durability: 500 cycles min. 

Physical 
Housing: Black glass-filled, high temperature nylon, 94V-O 
Plating: Contact Area-1.27 µm (50µ") min. Gold 

Solder Tails-l .27µm (50µ") Tin/Lead on both contact 
area and solder tails over Nickel overall 

Operating Temperature: -40 to +ao·c 

43841 
SMT, Right Angle, Low 
Profile Dual Port with 
Outboard Fitting Nails 

PCB LAYOUT • COMPONENT SIDE 

Dimension 
A B c D E F 

26.42 (1.04) 1.27 (.050) 16.89 ( .665) 11 .80 (.465) 32.56 (1.28) 16.28 (.641) 
26.42 (1.04) 3.81 (.150) 16.89 (.665) 11 .80 (.465) 32.56 (1.28) 16.28 (.641) 
26.42 (1.04) 6.35 (.250) 16.89 (.665) 11 .80 (.465) 32.56 (1.28) 16.28 (.641) 
30.48 (1.20) 3.81 (.150) 16.89 (.665) 11 .80 (.465) 36.62 (1.44) 18.31 (.721) 
30.48 (1.20) 6.35 (.250) 16.89 (.665) 11.80 (.465) 36.62 (1.44) 18.31 (.721) 
30.48 (1.20) 8.89 (.350) 16.89 (.665) 11 .80 (.465) 36.62 (1.44) 18.31 (.721) 

MXOl 

G 
6.60 (.260) 
6.60 (.260) 
6.60 (.260) 
7.62 (.300) 
7.62 (.300) 
7.62 (.300) 

0-21 



FEATURES AND SPECIFICATIONS 

Features anti Benefits 
• Side-by-side stackability when using convection 

soldering technology 
• Enclosed top 
• 100% electrically tested 
• .150mm (.006") max. "nail-to-tail" coplanarity 

Reference Information 
Product Specification: PS-43743-001 
Packaging: Tape and reel 
UL File No.: E107635 
CSA File No.: LRl 9980 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

(2 PLACES) 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts Order No. 

6 2 44193-0018 
6 4 44193-0004 
6 6 44193-0005 
8 4 44193-0001 
8 6 44193-0002 
8 8 44193-0003 

0-22 

Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 1 Omn max. 

Gx· Modular Jack 
~ 

44193 
SMT, Right Angle 

Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 

Mechanical 
Durability: 500 cycles min. 

Low Profile Dual Port with 
Flush Fitting Nails 

Physical 
Housing: Black glass-filled, high temperature nylon, UL 94V-O 
Plating: Contact Area-1.27µm (50µ") min. Gold 

Solder Tails-1.27 µm (50µ") Tin/Lead on both contact 
area and solder tails over Nickel overall 

Operating Temperature: -40 to +80'C 

PCB LA YOUT : COMPONENT SIDE 

Dimension 
A B c D E F 

26.42 (1.04) 1.27 (.050) 16.89 (.665) 11 .80 (.465) 26.42 (1.04) 13.21 (.520) 
26.42 (1.00) 3.81 (.150) 16.89 (.665) 11 .80 (.465) 26.42 (1.04) 13.21 (.520) 
26.42 (1.00) 6.35 (.250) 16.89 (.665) 11 .80 (.465) 26.42 (1.04) 13.21 (.520) 
30.48 (l .20) 3.81 (.150) 16.89 (.665) 1 l.80 (.465) 30.48 ( l.20) 15.24 (.600) 
30.48 (l.20) 6.35 (.250) 16.89 (.665) 1 l.80 (.465) 30.48 (l.20) 15.24 (.600) 
30.48 (l.20) 8.89 (.350) 16.89 (.665) 11 .80 (.465) 30.48 ( l.20) 15.24 (.600) 

MXOl 

G 
6.60 (.260) 
6.60 (.260) 
6.60 (.260) 
7.62 (.300) 
7.62 (.300) 
7.62 (.300) 



FEATURES AND SPECIFICATIONS ~x· Modular Jack 

\....__,/ 95122 
Features and Benefits 
• Fully shielded connector 
• Advanced EMl/RFI protection 
• ISDN standard 
• Industry standard footprint and height 
• Automatic vacuum placement 

Reference Information 
Product Specification: PS-95122 
Packaging: Anti-static blister reel 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 Mn min. 
Shielding Effectiveness: 20 dB min. 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ") Gold in 

contact area, 1.90µm (75µ") min. (90/10) Tin/Lead 
in tail area both over Nickel overall 

Operating Temperature: -40 to +80'C 

SMT, Right Angle 
Standard Profile, Shielded 

CATALOG DRAWING (FOR REFERENCE ONLY) 

CIRCUIT 1 

8 .89 -+--++E--
.350 

11.43 
.450 
181 
~ 

ORDERING INFORMATION 

Circuits loaded Contacts 
8 8 
8 8 
8 8 
8 8 

'i~to 

r
18.8~ 

'~?td 

_Lll_ TYP rt 20.9 J .050 fil 
TYP 3 .00 

.118 

Order No. Panel Ground Fixing Pegs 
95122-6881 No Yes 

95122-6882 Yes Yes 

95122-6883 No No 
95122-6884 Yes No 

MXOl 

CIRCUIT 1 

3.60 
~ 

1.26 
.050 

3 ·25 DIA TYP 
.128 

___ 8 .89 

.350 

6 .35 
--'-----~~~~~ .250 

2.54 
--Bl'l--l'IEt- .100 

6 .35 
.250 

PCB EDGE 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: ....!.2Z_ 
.062 

0-23 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Very low profile - about 3/ 4 that of industry standard 
• Automatic placement possible 
• Foot pattern identical to industry standard 
• High reliability, square contact 
• Surface Mount Compatible 

Reference Information 
Product Specification: PS-95001 
Packaging: Tube 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

OPTIONAL 
KEYING 

8 AND 6 VERSIONS 

B 

c 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts 

4 4 
6 4 
6 6 
8 8 
8 8 

• US Standard Product, available through Molex franchised distributors 

0-24 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Gray polyamide, UL 94V-O 
Contact: Phosphor Bronze 

~ 

Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold in 
contact area, l .90µm (75µ") min. (90/l 0) Tin/Lead 
in tail area both over Nickel overall 

Operating Temperature: -40 to +80'C 

95001 
Right Angle 
Low Profile 

~IRCUIT1 
~ 3·~5 TYP DIA 

0 .76 TYP 
.030 

A .128 

4 VERSION ONLY 

1!;g tr 1~1~01 
7.80 
.307 

c 

JETYP 
.050 

7.20 TYP 
.283 

6 .30 TYP 
.248 

PCB EDGE 

7 88 TYP 
310 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: 1.57 
.062 

3 00 TYP 
.118 

Order No. 

• 95001-6441 
• 95001 -6641 
• 95001 -6661 
• 95001 -6881 
• 95001 -6882 

Key 

No 
No 
No 
No 
Yes 

MXOl 

Dimension 
A B c 

11.18 (.440) 3.81 (.150) 7 .62 (.300) 
13.21 (.520) 3.81 (.150) 10.16 (.400) 
13.21 (.520) 6.35 (.250) 10.16 (.400) 
15.24 (.600) 8.89 (.350) 11.43 (.450) 
15.24 (.600) 8.89 (.350) 11.43 (.450) 



FEATURES AND SPECIFICATIONS ~x· Modular Jack 
Features anti Benefits 
• Ultra low profile 

"-._/ 
• Enhanced panel grounding tabs on shielding RJ-45 

Electrical 
Voltage: 125V 
Current: l .5A 

configuration 
• Enclosed top 
• Surface Mount Compatible materials 
• Pin through paste solderability 
• 1 00% tested for hi-pot and continuity 

Reference Information 
Product Specification: PSX-43202 
Packaging: Tray 
UL File No.: E107635 
CSA File No.: LRl 9980 
Use with: FCC 68 Plugs 
Designed in: Inches 

Contact Resistance: 1 OmQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 
Mechanical Durability: 500 Cycles min. 

Physical 
Housing: Black glass-filled nylon, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Contact Area-Post plate 1.27 to 1.52µm 

(50 to 60µ") Gold 
Tail Area-l .90µm (75µ") min. Tin/Lead 
Underplating-Nickel 

Operating Temperature: -40 to +85°C 

CATALOG DRAWING (FOR REFERENCE ONLY) 

OPT IONAL PANE L 

GROUND TAB S 

3.05 

.120 

TAB 

OPTIONAL POSITIONS 

3.25 DIA __ ~ 
.128 TYP 

HOUSING 

SIZE 8 

43202 
Right Angle, Low Profile 
Shielded and Unshielded 
Versions 

GRO UND TAB FRONT POSITION 
GRO UND TAB REAR POSITION 

f 
3 .05 

0 .120 

6.35T YP 
.250 

j i:••:I B PCB LA YOU TS: COMPONE NT SIDE 
RE COMMENDED PCB 1. 5 7 

HO USING S IZ ES 2 AND 4 T HI CKNES S ~ 

ORDERING INFORMATION AND DIMENSIONS 

Order No. Dimension 

Circuits Loaded Shield Panel Ground Shielded 
Contacts Tab Option Unshielded Front Position PCB Rear Position PCB A B c D E 

Ground Tab Ground Tab 

4 
2 43202-4104 11.18 (.440) 1.27 (.050) 18.03 (.710) 7.62 (.300) l l .58 (.456) 
4 43202-4101 11.18 (.440) 3.81 (.150) 18.03 (.710) 7.62 (.300) 11 .58 (.456) 
2 43202-6107 13.21 (.520) 1.27 (.050) 18.03 (.710) 10.16 (400) l l.58 (.456) 

6 4 43202-6 l 04 13.21 (.520) 3.81 (.150) 18.03 (.710) 10.16 (.400) l l.58 (.456) 
6 43202-6101 13.21 (.520) 6.35 (.250) 18.03 (.710) 10.16 (.400) 11.58 (.456) 
8 43202-8104 15.24 (.600) 8.89 (.350) 18.03 (.710) 11.43 (.450) 11 .58 (.456) 
8 All Panel Ground lobs 43202-8919 43202-8927 15.85 (.624) 8.89 (.350) 18.39 (.724) 11.43 (.450) 12.09 (.476) 
8 Offset Panel Ground lobs 43202-8918 43202-8926 15.85 (.624) 8.89 (.350) 18.39 (.724) 11.43 (.450) 12.09 (.476) 
8 Top Panel Ground lobs 43202-8917 43202-8925 15.85 (.624) 8.89 (.350) 18.39 (.724) 11.43 (.450) 12.09 (.476) 

8 
8 No Panel Ground lobs 43202-8916 43202-8924 15.85 (.624) 8.89 (.350) 18.39 (.724) 11 .43 (.450) 12.09 (.476) 

10 43202-8101 15.24 (.600) 11.43 (.450) 18.03 (.710) 11 .43 (.450) 11.58 (.456) 
10 All Panel Ground Tabs 43202-8903 43202-8911 15.85 (.624) 11.43 (.450) 18.39 (.724) 11 .43 (.450) 12.09 (.476) 
10 Offset Panel Ground lobs 43202-8902 43202-8910 15.85 (.624) 11 .43 (.450) 18.39 (.724) 11.43 (.450) 12.09 (.476) 
10 Top Panel Ground lobs 43202-8901 43202-8909 15.85 (.624) 11.43 (.450) 18.39 (.724) 11.43 (.450) 12.09 (.476) 
10 No Panel Ground lobs 43202-8900 43202-8908 15.85 (.624) 11.43 (.450) 18.39 (.724) 11.43 (.450) 12.09 (.476) 

MXOl 0-2S 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Optional full shield 
• Surface mount compatible 
• l 00% tested for hi-pot and continuity 
• Duplex-plated 50µ" Gold meets FCC port 68 requirements 
• Meets UL 1863 Sec. 8 Electrical Probe and UL 1863 

Sec. 20 Child Finger Test 

Reference Information 
Product Specification: PS-43249 
Packaging: Anti-static troys 
UL File No.: El 07635 
CSA File No.: LRl 9980 
Motes With: FCC 68 plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

ORDERING INFORMATION AND DIMENSIONS 

Loaded Shield Panel Circuits 
Contacts Ground Tab Options Unshielded 

Flush Mount 
6 4 None 43249-6004 
6 6 None 43249-6001 
8 6 None 43249-8010 
8 8 None 43249-8004 

All panel ground tabs 
Offset panel ground tabs 

8 8 Top panel ground tabs 
8 8 No panel ground tabs 
8 10 None 43249-8001 
8 10 All panel ground tabs 
8 10 Offset panel ground tabs 
8 10 Top panel ground tabs 
8 10 No panel ground tabs 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 

"-J 
Contact Resistance: 1 OmQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles min. 

Physical 
Housing: Black gloss-filled nylon, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ") Gold in 

contact area, 1. 90µm (7 5µ") min. (90/10) Tin/Lead 
in toil area both over Nickel overall 

Operating Temperature: -40 to +80"C 

3.50 DIA 
.138 TYP 

CIRCUIT 1 

SHIELD GROUND 
LOCATION "B" 

0 .89 DIA 
.035 

Order No. 
Unshielded Front Position PCB Rear Position PCB A Flangeless Grounding Tabs Grounding Tabs 
43249-6104 13.21 (.520) 
43249-6101 13.21 (.520) 
43249-8116 15.75 (.600) 
43249-8104 15.75 (.600) 

43249-8919 43249-8927 16.15 (.636) 
43249-8918 43249-8926 16. l 5 (.636) 
43249-8917 43249-8925 16. l 5 (.636) 
43249-8916 43249-8924 16. l 5 (.636) 

43249-8101 15.75 (.600) 
43249-8903 43249-8911 16.15 (.636) 
43249-8902 43249-8910 16.15 (.636) 
43249-8901 43249-8909 16. l 5 (.636) 
43249-8900 43249-8908 16. l 5 (.636) 

43249 
Right Angle, Low Profile 
Shielded and Unshielded 
Versions 

----f---

HOUSING 
SIZE 8 

11.43 

.45 

2.80 TYP 
.120 

PCB LAYOUT : COMPONENT SIDE 

B 

3.81 (.150) 
6.35 (.250) 
6.35 (.250) 
8.89 (.350) 
8.89 (.350) 
8.89 (.350) 
8.89 (.350) 
8.89 (.350) 

11 .43 (.450) 
l l .43 (.450) 
11 .43 (.450) 
l l .43 (.450) 
11.43 (.450) 

RECOMMENDED PCB 1.57 
THICKNESS .062 

Dimension 

c D 

20.57 (.810) 10.16 (.400) 
20.57 (.810) 10.16 (.400) 
20.57 (.810) 11.43 (.450) 
20.57 (.810) 11 .43 (.450) 
21 .05 (.829) l l .43 (.450) 
21 .05 (.829) l l .43 (.450) 
21 .05 (.829) 11 .43 (.450) 
21 .05 (.829) 11 .43 (.450) 
20.57 (.810) 11 .43 (.450) 
21.05 (.829) 11.43 (.450) 
21.05 (.829) l l.43 (.450) 
21.05 (.829) l l .43 (.450) 
21.05 (.829) l l .43 (.450) 

E 

12.83 (.505) 
12.83 (.505) 
12.83 (.505) 
12.83 (.505) 
13.00 (.512) 
13.00 (.512) 
13.00 (.512) 
13.00 (.512) 
12.83 (.505) 
13.00 (.512) 
13.00 (.512) 
13.00 (.512) 
13.00 (.512) 

Note: Contact Molex for alternative circuit sizes, keying options and shield options. 

0-26 MXOl 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Very low profile - about 3/ 4 that of industry standard 
• Automatic placement possible 
• Foot pattern identical to industry standard 
• High reliability, square contact 

Reference Information 
Product Specification: PS-95001-E 
Packaging: Troy 
UL File No.: 89082 
CSA File No.: 89083 
Motes With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

OPTIONAL 
KEYING 

8 AND 6 VERSION 

1.24 
.049 

ORDERING INFORMATION AND DIMENSIONS 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 

"-.__/ 
95001 
Right Angle 
Low Profile 

Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Standard-Block polyester, UL 94V-O 

High Temperature-Block polyomide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold in 

contact area, l .90µm (75µ") min. (90/l 0) Tin/lead 
in toil area both over Nickel overall 

Operating Temperature: -40 to +8o·c 

J~~[ '.E~:SIO! ~LY o.9o DIA TYP 
.035 

6.35 
.250 

CIRCUIT 1 

7.80 ----' 
.307 

3 .25 DIA 
.128 

B 

8.89 
.350 

PCB EDGE 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS : ..!dL 
.062 

Circuits Loaded Contacts 
Order No. 

Key 
Dimension 

Standard High Tem1._erature A B c 
4 4 • 95001 -244 l 95001 -844 l No l l.18 (.440) 3.81 (.150) 7.62 (.300) 
6 4 • 95001 -264 l 95001-8641 No 13.21 (.520) 3.81 (.150) 10.16 (.400) 
6 6 • 95001 -2661 95001 -866 l No 13.21 (.520) 6.35 (.250) 10.16 (.400) 
8 8 • 95001 -2881 95001 -8881 No 15.24 (.600) 8.89 (.350) l l .43 (.450) 
8 8 • 95001-2882 Yes 15.24 (.600) 8.89 (.350) l l .43 (.450) 

• US Standard Product, available through Molex franchised distributors 

MXOl 0·27 



FEATURES AND SPECIFICATIONS 

Features anti Benefits 
• Foot pattern identical to industry standard 
• High reliability, square contact 
• EMl/RFI protection 
• ISDN Standard 

Reference Information 
Product Specification: PS-85520-005 
Packaging: Tray 
Mates With: FCC68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

f l-"520 

17.78 15.88 J 
.700 .625 

! L B l 

.723 r~l 

'!fl~r 21~~ 
·~~~~J~~ 

.120 2.54 
:100 
8.89 
.350 

ORDERING INFORMATION 

Circuits loaded Co11tacts 

0-28 

Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 

Gx· Modular Jack 

\.....__/ 8SS20 
Right Angle 
Low Profile 
Front Shield 

Plating: Contact Area-Post plate 1.27 to l .52µm 
(50 to 60µ") Gold 
Solder Tail Area-1. 90µm (7 5µ") min. Tin/Lead 
Underplating-Nickel 

Operating Temperature: -40 to +80°C 

__ .._8.89 
~ 

DIA 0.90 
.035 

1.27 TYP 
.050 

Order Na. 
85520-0002 

CIRCUIT 1 

__ __._ 11.43 

.450 

MXOl 

PCB LAYOUT: COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: 

2.54 
:100 

8.89 
.350 

MAX 

1.57 
.062 



FEATURES AND SPECIFICATIONS 
Features and Benefits 
• High reliability, square contact 
• EMl/RFI protection 
• ISDN standard 

Electrical 
Voltage: 125V 
Current: l .5A 
Contact Resistance: 20mQ max. 

~x· Modular Jack 

\.._/ 95040 
Right Angle 

Reference Information 
Product Specification: PS-95040 
Packaging: Tray 

Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 Mn min. Low Profile, Internal Shield 

Mates With: FCC 68 plugs 
Designed In: Millimeters 

Shielding Effectiveness: 20 dB min. 

Physical 
Housing: Standard- Black polyester, UL 94V-O 

High Temperature-Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: 1.27 to 1.52µm (50 to 60µ") Gold in contact 

area, l .90µm (75µ") min. (90/l 0) Tin/Lead in tail 
area both over Nickel overall 

Operating Temperature: -40 to +ao·c 

CATALOG DRAWING (FOR REFERENCE ONLY) 

~r=a 
.600 

o. 9o DIA TYP 
.035 

CIRCUIT 1 

3 .05 
.120 

1810 
1

~;g tr7i31J 3
1
g TYP 

7 80 

--~8. 89 
.350 

6.35 
.250 

PCB EDGE 

8 .89 
.350 

307 TYP 

CIRCUIT 1 

15.75 
.620 

ORDERING INFORMATION 

Circuits loaded Contacts 

.lll_ TYP 

.050 

3.00 TYP 
.118 

Order No. 
• 95040-2881 

95040-2889 

• US Standard Product, available through Molex franchised distributors 

Hi h Tem erature 
No 
Yes 

MXOl 

3·25 DIA TYP 
.128 

1143 -------+-. 4 5 0 

PCB LAYOUT : COMPONENT SIDE 
RECOMMENDED PCB THICKNESS 1.57 

.062 
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FEATURES AND SPECIFICATIONS 
~ molex® Modular Jack 

Features and Benefits 
• 2 to 8 port (except 7) RJl l and RJ45 
• Optional shielding on RJ45 ganged jacks 
• l 00% tested for hi-pot and continuity 
• Duplex-plated 50µ" Gold meets FCC part 68 requirements 

Reference Information 
Product Specification: PS-43223 
Packaging: Anti-static blister reel 
UL File No.: El 07635 
CSA File No.: LRl 9980 

Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: l OmQ max. 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles min. 

Physical 
Housing: Black fiber-filled nylon, UL 94V-O 
Contact: Phosphor Bronze 

"----/ 

Mates With: FCC 68 plugs 
Designed In: Inches Plating: Post plate l .27 to l .52µm (50 to 60µ") Gold in 

contact area, l.90µm (75µ") min. (90/l 0) Tin/Lead 
in tail area both over Nickel overall 

Operating Temperature: -40 to +80'C 

CATALOG DRAWING (FOR REFERENCE ONLY) 

8.89 
.350 

6 .35 

.250 

2 THROUGH 8 PORTS UNSHIE LDED 

4 PORT LAYOUT SHOWN 

ORDERING INFORMATION AND DIMENSIONS 

Order No. 
Circuits Loaded No. of Ports Unshielded Shielded Contacts 

Flush Mount Flangeless Flangeless 
6 4 2 43223-6022 43223-6122 
6 4 4 43223-6028 43223-6128 
6 4 6 43223-6034 43223-6134 
6 4 8 43223-6040 43223-6140 
6 6 2 43223-6001 43223-6101 
6 6 4 43223-6007 43223-6107 
6 6 6 43223-6013 43223-6113 
6 6 8 43223-6019 43223-6119 
8 8 2 43223-8022 43223-8122 
8 8 2 43223-8128 
8 8 4 43223-8028 43223-8140 
8 8 4 43223-8146 
8 8 6 43223-8034 43223-8158 
8 8 6 43223-8164 
8 8 8 43223-8040 43223-8176 
8 8 8 43223-8182 

A B 

25.02 (.985) 3.81 (.150) 
47.78 (1.881) 3.81 (.150) 
70.54 (2.777) 3.81 (.150) 
93.29 (3.673) 3.81 (.150) 
25.02 (.985) 6.35 (.250) 
47.78 (1.881) 6.35 (.250) 
70.54 (2.777) 6.35 (.250) 
93.29 (3.673) 6.35 (.250) 
30.48 ( 1.200) 8.89 (.350) 
31.09 (1.224) 8.89 (.350) 
58.42 (2.300) 8.89 (.350) 
59.03 (2.324) 8.89 (.350) 
86.36 (3.400) 8.89 (.350) 
86.97 (3.424) 8.89 (.350) 

114.30 (4.500) 8.89 (.350) 
114.91 (4.524) 8.89 (.350) 

Note: (ontocl Molex for ohernolive grounding lob option "E" 3.68mm (.145") order numbers, circuit sizes and port sizes 

0-30 MXOl 

c 
21 .54 (.848) 
44.30 (l.744) 
67.06 (2.640) 
89.81 (3.536) 
21.54 (.848) 
44.30 (1.744) 
67 .06 (2.640) 
89.81 (3.536) 
25.40 (1.000) 
25.40 (1.000) 
53.34 (2.100) 
53.34 (2.100) 
81.28 (3.200) 
81.28 (3.200) 

109.22 (4.300) 
109.22 (4.300) 

43223 
Ganged, Right Angle 
Low Profile, Shielded and 
Unshielded Versions 

RECOMMENDED PCB THICKNESS ~ 
.062 

Dimension 

D E F G H 

12.83 (.505) 6.99 (.275) 11.38 (.448) 
12.83 (.505) 6.99 (.275) 11.38 (.448) 
12.83 (.505) 6.99 (.275) 11.38 (.448) 
12.83 (.505) 6.99 (.275) 11 .38 (.448) 
12.83 (.505) 8.26 (.325) 11 .38 (.448) 
12.83 (.505) 8.26 (.325) 11 .38 (.448) 
12.83 (.505) 8.26 (.325) 11.38 (.448) 
12.83 (.505) 8.26 (.325) 11.38 (.448) 
12.83 (.505) 10.16 (.400) 13.97 (.550) 
13.30 (5.24) 4.57 (.180) 10.16 (.400) 13.97 (.550) 30.99 (1.220) 
12.83 (.505) 10.16 (.400) 13.97 (.550) 
13.30 (5.24) 4.57 (.180) 10.16 (.400) 13.97 (.550) 58.93 (2.320) 
12.83 (.505) 10.16 (.400) 13.97 (.550) 
13.30 (5.24) 4.57 (.180) 10.16 (.400) 13.97 (.550) 86.87 (3.420) 
12.83 (.505) 10.16 (.400) 13.97 (.550) 
13.30 (5.24) 4.57 (.180) 10.16 (.400) 13.97 (.550) 114.81 (4.520) 



FEATURES AND SPECIFICATIONS 
Features and Benefits 
• Fully shielded connector 
• Advanced EMl/RFI protection 
• ISDN standard 
• Industry standard footprint and height 

Reference Information 
Product Specification: PS-95122 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

CIRCUIT 1 

11.43 
.450 
15 75 
.620 

ORDERING INFORMATION 

Circuits Loaded Contacts 
8 8 
8 8 
8 8 

111..._ TYP 
.050 

TYP 3 .00 
.118 

Order No. 
95122-2881 
95122-2882 
95122-2883 

Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 Mn min. 
Shielding Effectiveness: 20 dB min. 

Physical 
Housing: Black polyester 
Contact: Phosphor Bronze 

Qx· Modular Jack 

\...__./ 95122 

Right Angle 
Standard Profile, Shielded 

Plating: Post plate 1.27 to 1.52µm (50 to 60µ") Gold in 
contact area, 1.90µm (75µ") min. (90/10) Tin/Lead 
in tail area both over Nickel overall 

Operating Temperature: -40 to +80"C 

Panel Ground 
No 
Yes 

No 

MXOl 

0 .9 0 DIA TYP 
.035 

CIRCUIT 1 

7.80 
.307 

3 .05 
~ 

______ 8 .89 

.350 

1.27 TYP 
.050 8 .89 

.350 

3 25 DIA TYP .128 

PCB EDGE 

DIA TYP 

11.43 __ __,..........._ . 4 5 0 

15.75 
.620 

PCB LAYOUT : COMPONENT SIDE 
RECOMMENDED PCB THICKNESS : 1.57 

062 
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FEATURES AND SPECIFICATIONS 
Features and Benefits 
• 50µ" Gold meets FCC 68 requirements 
• Keying options available 
• Top-covered leads meet British Telecom 4000V test 
• Contacts ore duplex plated ofter stomping, eliminating 

bore edges in the mating area 
• Every jock must poss on-line functional tests, including 

hi-pot and continuity 

Reference Information 
Product Specification: PS-41314 
Packaging: Film pock or troy 
UL File No.: El07635 
CSA File No.: LRl 9980 
Motes With: WE Co. and FCC 68 plugs 
Designed In: Inches 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: 1.5A 
Contact Resistance: l OmQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles min. 

Physical 

'-._,/ 

Housing: Block gloss-filled polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: l .27µm (50µ") min. Gold in contact area and 

l.27µm (50µ") min. Tin/Leod on solder toils both 
over Nickel overall 

Operating Temperature: -40 to +80'C 

41369/42063/42313 
Right Angle, Standard Profile 
Flush Mount 

CATALOG DRAWING (FOR REFERENCE ONLY) 

rAl 20 .57 rmo-

II 
r-

~ 
EEi 

14 86 

.585 
L_ 

J~~ i,68 j B L .327 142 

m + 0 

+0 .38 c--
+.015 

PANEL 16 .38 +0 .38 

OPENING 
.645 +.015 

~ 

ORDERING INFORMATION AND DIMENSIONS 

Loaded Order Na. 
Circuits Contacts Film Pack Tray Pack 

4 2 15-43-7040 • 15-43-7540 
4 4 15-43-7044 • 15-43-7544 
6 2 15-43-7063 • 15-43-7563 
6 4 15-43-7064 • 15-43-7564 
6 6 15-43-7066 • 15-43-7566 

6 Offset Latch 6 15-43-611 1 15-43-6110 

8 2 15-43-7080 • 15-43-7580 
8 Keyed 2 15-43-9010 • 15-43-9510 

8 4 15-43-7084 • 15-43-7584 
8 Keyed 4 15-43-9007 • 15-43-9 507 

8 6 15-43-7086 • 15-43-7 586 
8 Keyed 6 15-43-9004 • 15-43-9504 

8 8 15-43-7088 • 15-43-7588 
8 Keyed 8 15-43-9001 • 15-43-9501 

• US Standard Product, available through Molex franchised distributors 

0-32 

5.08± 0 .08 ------.200± .002 

3.25± 0 .08 DIA 

128± .003 TYP 

+-1----------L 
6.35± 0 .08 TYP 8.89± 0 .08 

----TYP 
.350± .003 

HOUSING 

SIZE 8 

~CIRCUIT 1 250 ± .00 3 

.035± .003 TYP 

1.27± 0 .05 
TYP 

050± .002 
± 0 10 r----1--D-I I ± 004 [t*~J* 0 .. 89± 0 .08 DIA ~ 

± 0 05 
B-

± .002 G G 
HOUSING J 

HOUSING 
SIZE 6 

Universal 
Service Order 

Code 

RJ 11 W /RJ 11C 
RJ16 

RJ 12/RJ 18/ RJ25 

RJ48 
RJ14/RJ45 

Keyed 

No 
No 
No 
No 
No 

Offset Latch 
DECconnect 

No 
Yes/RJ45 

No 
Yes/RJ45 

No 
Yes/RJ45 

No 
Yes/RJ45 

MXOl 

A 

11 .20 (.440) 
11 .20 (.440) 
13.20 (.520) 
13.20 (.520) 
13.20 (.520) 

13.20 (.520) 

15.20 (.600) 
15.20 (.600) 
15.20 (.600) 
15.20 (.600) 
15.20 (.600) 
15.20 (.600) 
15.20 (.600) 
15.20 (.600) 

ILc1Rcu1T SIZE 4 *tt\ 
125 .002 ~ B, o o5 

3.18± 0 .05 

± .002 

PCB LAYOUT COMPON ENT SIDE 

RECOMMENDED PCB 157 
THICKNESS .062 

Dimension 

B c D 

1.27 (.050) 11 .56 (.455) 7.62 (.300) 
3.81 (.150) 11 .56 (.455) 7.62 (.300) 
1.27 (.050) 13.59 (.535) 10.16 (.400) 
3.81 (.150) 13.59 (.535) 10.16 (.400) 
6.35 (.250) 13.59 (.535) 10.16 (.400) 

6.35 (.250) 13.59 (.535) 10.16 (.400) 

1.27 (.050) 15.62 (.615) 11.43 (.450) 
1.27 (.050) 15.62 (.615) 11.43 (.450) 
3.81 (.150) 15.62 (.615) 11 .43 (.450) 
3.81 (.150) 15.62 (.615) 11 .43 (.450) 
6.35 (.250) 15.62 (.615) 11.43 (.450) 
6.35 (.250) 15.62 (.615) 11.43 (.450) 
8.89 (.350) 15.62 (.615) 11.43 (.450) 
8.89 (.350) 15.62 (.615) 11.43 (.450) 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Industry compatible footprints 
• Flush mount 

Electrical 
Voltage: l 25V 
Current: l .5A 

~x· Modular Jack 

'-._,/ 95009 
• Split snap-fit retention pegs 
• High reliability, square contacts 

Reference Information 
Product Specification: PS-95009-E 
Packaging: Tray 
UL File No.: El 07635 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 MQ min. 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold in 

contact area, l. 90µm (7 5µ") min. (90/l 0) Tin/Lead in 
tail area both over Nickel overall 

Operating Temperature: -40 to +so·c 

0 ·89 DIA TYP 
.035 

CIRCUIT 1 

B 

16.00 
.630 r2~,~, ~ 

~DIA TYP 
128 

Right Angle, Standard Profile 
Flush Mount 

6.35 
.250 

8 .89 
.350 

16.38 
.645 

• ----'--L~ • .. __,,.-,,J I 21 ~ g 
- ~- _l_J PCB LAYOUT : COMPONENT SIDE 

j~gz__TYP .050 

B 

D 

CIRCUIT 1 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts Order No. Mounting Rib 

4 4 
• 95009-2441 Yes 

95009-2447 No 

6 4 
• 95009-2641 Yes 
• 95009-2647 No 

6 6 
95009-2661 Yes 
95009-2667 No 

8 8 
95009-2881 Yes 
95009-2887 No 

• US Standard Product, available through Molex franchised distributors 

RECOMMENDED PCB THICKNESS ~ 
.062 

A 

11.18 (.440) 

13.21 (.520) 

13.21 (.520) 

15.24 (.600) 

MXOl 

PANEL OPENING 

RECOMMENDED PANEL THICKNESS: ~ .062 

Dimension 
B c D 

3.81 (.150) 11 .56 (.455) 7.62 (.390) 

3.81 (.150) 13.59 (.535) 10.16 (.400) 

6.35 (.250) 13.59 (.535) 10.1 6 (.400) 

8.89 (.350) 15.62 (.615) 11 .43 (.450) 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• 50µ" Gold meets FCC 68 requirements 
• Keying options available 
• Top-covered leads meet British Telecom 4000V fest 
• Contacts are duplex plated after stamping, eliminating 

bare edges in the mating area 
• Every jack must pass on-line functional tests, including 

hi-pot and continuity 

Reference Information 
Product Specification: PS-41314 
Packaging: Film pack or tray 
UL File No.: El07635 
CSA File No.: LRl 9980 
Mates With: WE Co. and FCC 68 plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

PANEL 

OPENING 

20 .5 7 

r~ 
r- rn 

14 .86 

.585 
L_ 

J 1072 i.,_ 
.422 

16.38 .o 38 

645 • 015 

~ 

ORDERING INFORMATION AND DIMENSIONS 

Electrical 
Voltage: l 25V 
Current: l .5A 

~x· Modular Jack 
"-._/ 

41687/42118 
Contact Resistance: l OmQ max. Right Angle, Standard Profile 

Flangeless Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles min. 

Physical 
Housing: Black glass-filled polyester, UL 94V-O 
Contact Phosphor Bronze 
Plating: l .27µm (50µ") min. Gold in contact area and 

l .27µm (50µ") min. Tin/Lead on solder fails both over 
Nickel overall 

Operating Temperature: -40 to +8o·c 

5 08± 0 08 ------ 3.25± 0 .08 DIA 

.128± .003 TYP .200± .002 

8 .89± 0 .08 6.35± 0 .08 

.350± 003 TYP ct*~J* ~. :l::,U~TO~ 01:50•,003 TYP 
.035± 003 TYP 

HOUSING 1.27± 0 .05 1 
SIZE 8 050± .002 TYP rT D ± O. O 

± .004 
± 0 05 

B ± .002 G) G) 

HOUSING J 
D ±± ~~~ SIZE 

4 ~·~i\__ CIRCUIT 
4 45± 0 05 3.18± 0 .05 
175± 002 2 002 .15. B±0.05 

± 002 

......... ~CIRCUIT 
HOUSING "'"' "'.P" PCB LAYOUT COMPONENT SIDE 

SIZE 6 i.::r_ ± 0 05 RECOMMENDED PCB 1.57 
B ± .002 THICKNESS .062 

Circuits Loaded Order No. Universal Keyed 
Dimension 

Contacts Film Pack Tray_ Pack Service Order Code A B c D 
4 2 15-43-8041 • 15-43-8541 No 11 .18 (.440) 1.27 (.050) 11.56 (.455) 7.62 (.300) 
4 4 15-43-8044 • 15-43-8544 No 11.18 (.440) 3.81 (.150) 11 .56 (.455) 7.62 (.300) 
6 2 15-43-8061 • 15-43-856 l RJll W /RJll C No 13.21 (.520) l .27 (.050) 13.59 (.535) l 0.16 (.400) 
6 4 15-43-8064 • 15-43-8564 RJ16 No 13.21 (.520) 3.81 (.150) 13.59 (.535) l 0.16 (.400) 
6 6 15-43-8066 • 15-43-8566 RJ 12/RJ 18/RJ25 No 13.21 (.520) 6.35 (.250) 13.59 (.535) 10.16 (.400) 
8 2 15-43-8090 • 15-43-8590 No 15.24 (.600) 1.27 (.050) 15.62 (.615) 11.43 (.450) 

8 Keyed 2 15-43-8010 • 15-43-8510 Yes/RJ45 15.24 (.600) 1.27 (.050) 15.62 (.615) 11.43 (.450) 
8 4 15-43-8084 • 15-43-8584 No 15.24 (.600) 3.81 (.150) 15.62 (.615) 11.43 (.450) 

8 Keyed 4 15-43-8007 • 15-43-8507 Yes/RJ45 15.24 (.600) 3.81 (.150) 15.62 (.615) 11.43 (.450) 
8 6 15-43-8086 • 15-43-8586 No 15.24 (.600) 6.35 (.250) 15.62 (.615) 11 .43 (.450) 

8 Keyed 6 15-43-8004 • 15-43-8504 Yes/RJ45 15.24 (.600) 6.35 (.250) 15.62 (.615) 11.43 (.450) 
8 8 15-43-8088 • 15-43-8588 RJ48 No 15.24 (.600) 8.89 (.350) 15.62 (.615) 11.43 (.450) 

8 Keyed 8 15-43-8001 • 15-43-8501 RJl 4/RJ45 Yes/RJ45 15.24 (.600) 8.89 (.350) 15.62 (.615) 11 .43 (.450) 

• US Stondord Product, available through Molex franchised distributors 

0-34 MXOl 



FEATURES AND SPECIFICATIONS 

Features anti Benefits 
• 50µ" Gold meets FCC 68 requirements 
• Keying options available 
• Top-covered leads meet British Telecom 4000V test 
• Contacts are duplex plated after stamping, eliminating 

bare edges in the mating area 
• Every jack must pass on-line functional tests, including 

hi-pot and continuity 

Reference Information 
Product Specification: PS-41314 
Packaging: Film pack or tray 
UL File No.: El 07635 
CSA File No.: LRl 9980 
Mates With: WE Co. and FCC 68 plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

AJ 

~ 
j BL 

PANEL 

OPENINGS 

20 .57 

r-~ 
I DJ 

18 92 

.745 

L 
J 9.58 ~ 

.377 

LtU + D 

+O 38 -------c-
+ Oi5 

Electrical 
Voltage: 125V 
Current: 1.5A 

~x· Modular Jack 
~ 41314/42776 

Contact Resistance: l OmQ max. Right Angle, Standard Profile 
Flange Mount 

Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles min. 

Physical 
Housing: Black glass-filled polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: l .27µm (50µ") Gold in contact area and 1.27µm 

(50µ") min. Tin/Lead on solder tails both over 
Nickel overall 

Operating Temperature: -40 to +80"C 

.142 

5.08± 0 08 

200± .002 

3 25± 0 08 DIA 

.i28± .003 TYP 

8.89± 0 .08 CIRCUIT 6 .35± 0 .08 TYP 

.350± .003 TYP w·~J· r= 0 . 89•00~01:50'1003 
.035± 003 TYP 

HOUSING 
1.27± 0 .05 TYP ± O.iO 

SIZE 8 .050± .002 ~ D ± _
004 

± o.o5 I I 
B ± .002 G) G) 

HOUSING J 
D ±± ~~~ SIZE 

4 ~·ttL CIRCUIT 
445±005 318±005 

175± 002 25 002 1 B ± 0 05 
+ ± .002 

17 .65 +0 .38 

.695 + 015 

"' "' "' ~CIRCUIT 
HOUSING "'"' "'~ PCB LAYOUT : COMPONENT SIDE 

SIZE 6 I* * ~ ± O 05 RECOMMENDED PCB 1.57 
~ B ± .002 THICKNESS ~ ~ 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts 
Order No. Universal Service Keyed 

Dimension 
Film Pack TrayPack Order Code A B c D 

4 2 15-43-6042 15-43-6542 No 14.50 (.570) 1.27 (.050) 11 .56 (.455) 7.62 (.300) 
4 4 15-43-6044 15-43-6544 No 14.50 (.570) 3.81 (.150) 11 .56 (.455) 7.62 (.300) 
6 2 15-43-6063 15-43-6563 RJll W/RJll C No 16.50 (.650) 1.27 (.050) 13.59 (.535) 10.16 (.400) 
6 4 15-43-6064 15-43-6564 RJ16 No 16.50 (.650) 3.81 (.150) 13.59 (.535) 10.16 (.400) 
6 6 15-43-6066 15-43-6566 RJl 2/RJl 8/RJ25 No 16.50 (.650) 6.35 (.250) 13.59 ( .535) 10.16 (.400) 
8 2 15-43-6090 15-43-6590 No 18.54 (.730) 1.27 (.050) 15.62 (.615) 11.43 (.450) 

8 Keyed 2 15-43-6248 15-43-6251 Yes/RJ45 18.54 (.730) 1.27 (.050) 15.62 (.615) 11 .43 (.450) 
8 4 15-43-6084 15-43-6584 No 18.54 (.730) 3.81 (.150) 15.62 (.615) 11 .43 (.450) 

8 Keyed 4 15-43-6242 15-43-6245 Yes/RJ45 18.54 (.730) 3.81 (.150) 15.62 (.615) 11.43 (.450) 
8 6 15-43-6086 15-43-6586 No 18.54 (.730) 6.35 (.250) 15.62 (.615) 11 .43 (.450) 

8 Keyed 6 15-43-6236 15-43-6239 Yes/RJ45 18.54 (.730) 6.35 (.250) 15.62 (.615) 11.43 (.450) 
8 8 15-43-6088 15-43-6588 RJ48 No 18.54 (.730) 8.89 (.350) 15.62 (.615) 11.43 (.450) 

8 Keyed 8 15-43-6230 15-43-6233 RJ14/RJ45 Yes/RJ45 18.54 (.730) 8.89 (.350) 15.62 (.615) 11.43 (.450) 

• US Standard Product, available through Molex franchised distributors 

MXOl 0-3S 
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FEATURES AND SPECIFICATIONS ~x· Modular Jack 
Features and Benefits 
• Sizes 2 to 6 circuits 

Electrical 
Current: l .2A 

"-.___/ 
S2830 

• With metal peg 

Reference Information 
Packaging: Tray 
Mates With: FCC 68 plugs 
UL File No.: El07635 
CSA File No.: LRl 9980 
Designed In: Millimeters 

Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: l OOOV AC/l min. 
Insulation Resistance: l 000 Mn min. 

Physical 

Right Angle, Standard Profile 
With Metal Peg 

CATALOG DRAWING (FOR REFERENCE ONLY) 

Housing: Glass-filled polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: See Table 
Operating Temperature: -40 to +80°C 

1r~:~o~ fr '::i l 
2.50 

r .098 

.571 

Li_ 

D 

~ ,.ra-~ 
3001:J lAQ.DIA TYP 

1.02 M .094 

~;,o fu~~ 
.118 

040 TYP C B 
2.54 

c 
.100 TYP 

PCB 

llr~TYP .040 

[~~? DIATYP 
2.54 TYP 

;+:.~ 100 
2.00 

.079 

6 CIRCUITS 

LAYOUT :COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: 1.60 

ORDERING INFORMATION AND DIMENSIONS 

Circuits 
Loaded 

Order No. 
Dimension 

Contacts A B 
4 2 52830-42X5 13.00 (.512) 1.02 (.040) 
4 4 52830-44X5 13.00 (.512) 3.05 (.120) 
6 2 52830-62X5 15.00 (.591) 1.02 (.040) 
6 4 52830-64X5 15.00 (.591) 3.05 (.120) 
6 6 52830-66X5 15.00 (.591) 5.08 (.200) 

Replace X with plating no., 1-4 

Plating No. 1: 0.1 µm Gold with Nickel underplate overall and Tin/Lead in solder area 
Plating No. 2: 0.38µm Gold with Nickel underplate overall and Tin/Lead in solder area 
Plating No. 3: 0.7 6µm Gold with Nickel underplate overall and Tin/Lead in solder area 
Plating No. 4: 1.27 µm Gold with Nickel underplate overall and Tin/Lead in solder area 

0-36 

( 

10.80 (.425) 
10.80 (.425) 
12.80 ( .504) 
12.80 (.504) 
12.80 (.504) 

.063 

D 
4.89 (.193) 
3.87 (.152) 
5.89 (.232) 
4.87 (.192) 
3.85 (.152) 

MXOl 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• RJ-45 version meets Category 5 for Fast Ethernet 
• Plug latch on top 
• Shortened leads with bottom contacts 
• Pin and paste solderability 
• Shielding meets IEC 950, UL 1863 and CSA 233 
• Enhanced panel grounding tabs on shield 
• Continuity 

Reference Information 
Product Specification: PS-43860-001 
Packaging: 

Unshielded-Tube 
Shielded-Tray 

UL File No.: El 07 635 
CSA File No.: LRl 9980 
Mates With: FCC 68 plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

I., E>I B 

Electrical 
Voltage: 125V 
Current: 1.5A 

Gx· Modular Jack 

\....__/ 43860 
Contact Resistance: 1 Omn max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 

Mechanical 
Durability: 500 cycles min. 

Physical 
Housing: Black glass-filled, high-temperature nylon, 

UL 94V-O 
Contact: Gold per FCC 68.5 specification 
Plating: 1.27µm (50µ") min. Gold in contact area and 

1.27µm (50µ") Tin/Lead on solder tails both over 
Nickel overall 

Operating Temperature: -40 to +80'C 

Right Angle, Low Profile 
Inverted, Shielded and 
Unshielded Versions 

~ 15.751 
I _ .620 

r~ 
1~;~ t~o6;g A~~~ 

L_J PANEL OPENING 

L~ ta 
2.79 

[T1D 

J ~3.43. 
.135 

t 57 DIA 
.062 

(2 PLACES) 

4 .32 
:170 

L!ZEJ 
.684 

0 .89 DIA 
.035 TYP 

CIRCUIT 1 

1.02 TYP 
.040 

3 .43 
.135 

~DIA 
.128 

(2 PLACES) 
5.28 
.208 

PCB LAYOUT • COMPONENT SIDE 
RECOMMENDED PCB THICKNESS . - ~~~ 

ORDERING INFORMATION AND DIMENSIONS 

Order No. Dimension 

Circuits 
loaded Shielded 

Contacts Unshielded With All Panel With Offset Panel A B c D 
Grou1di'!.9_ Tabs Groundi':!I_ Tabs 

6 2 43860-0020 15.75 (.620) 1.02 (.040) 9.88 (.389) 13.21 (.520) 
6 4 43860-0003 15.75 (.620) 3.05 (.120) 9.88 (.389) 13.21 (.520) 
6 4 43860-0015 16.38 (.645) 3.05 (.120) 9.88 (.389) 13.54 (.533) 
6 4 43860-0006 16.38 (.645) 3.05 (.120) 9.88 (.389) 13.54 (.533) 
6 6 43860-0002 15.75 (.620) 5.08 (.200) 9.88 (.389) 13.21 (.520) 
6 6 43860-0014 16.38 (.645) 5.08 (.200) 9.88 (.389) 13.54 ( .533) 
6 6 43860-0005 16.38 (.645) 5.08 (.200) 9.88 (.389) 13.54 (.533) 
8 8 43860-0001 15.75 (.620) 7.11 (.280) 11.91 (.469) 13.21 (.520) 
8 8 43860-0013 16.38 (.645) 7 .11 (.280) 11.91 (.469) 13.54 (.533) 
8 8 43860-0004 16.38 (.645) 7 .11 (.280) 11.91 (.469) 13.54 (.533) 
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FEATURES AND SPECIFICATIONS 
Features and Benefits 
• RJ-45 version meets Category 5 for Fast Ethernet 
• Plug latch on top 
• Shortened leads with bottom contacts 
• Industry compatible 
• Lower electrical noise than LED offerings 
• 34% fewer leads than LED offerings 
• Enhanced grounding tabs on shield 

Reference Information 
Product Specification: PS-43860-003 
Packaging: Unshielded-Tube 

Shielded-Tray 
UL File No.: El07635 
CSA File No.: LRl 9980 
Designed in: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

OPTIONAL GROUND 

TABS (SEE CHART) 

5.28 
.208 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts 
Unshielded 

6 4 43860-0009 
6 4 
6 4 
6 6 43860·0008 
6 6 
6 6 
8 8 43860-0007 
8 8 
8 8 

0·38 

Electrical 
Electrical Voltage: l 25V 
Current: l .5A max. 

~x· Modular Jack 

'-.._../ 43860 
Contact Resistance: l OmQ max. 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles 

Physical 
Housing: Black glass-filled, high-temperature nylon, UL 94V-O 
Plating: Contact Area-l.27µm (50µ") min. Gold 

Solder Tails-l .27µm (50µ") Tin/Lead on both contact 
area and solder tails over Nickel overall 

Operating Temperature: -40 to +80°( 

Right Angle, Low Profile 
Inverted Shielded and 
Unshielded Versions with 
Light pipes 

0 38 .L__LJ 015 
R MAX 

TYP 

14 10 
555 

PANEL OPENING 
r-~ 17.37 ._j 

Order No. 

With All Panel 
Groundi119_ Tabs 

43860-0012 

43860-0011 

43860-0010 

Shielded 

.684 

2.29X2 .29 
.090X.090 

LIGHT ENTRANCE 
AREAS OF LIGHT 

PIPE!Sl 

1.02 
---.i-..+---+-- . 0 4 0 T y p 

3.56 AVAIL SPACE 
·14 0 FOR LED CHIPS 

-I - - - - +- ] 31.~g 
~~~ ~, <a: 1+~~~ 
I ¥,g-J. fI~-B-j -~ g_§_ D~~~ ~'~PL 

:10Q I..- 12.70 ·
128 

(2) PL 
.500 CIRCUIT 1 

Dimension 

With Offset Panel A B c D 
Grounding Tabs 

15.75 (.620) 3.05 (.120) 9.88 (.389) 13.21 (.520) 
16.38 (.645) 3.05 (.120) 9.88 (.389) 13.53 (.533) 

43860-0018 16.38 (.645) 3.05 (.120) 9.88 (.389) 13.53 (.533) 
15.75 (.620) 5.08 (.200) 9.88 (.389) 13.21 (.520) 
16.38 (.645) 5.08 (.200) 9.88 (.389) 13.53 (.533) 

43860-0017 16.38 (.645) 5.08 (.200) 9.88 (.389) 13.53 (.533) 
15.75 (.620) 7.11 (.280) 11.91 (.469) 13.21 (.520) 
16.38 (.645) 7 .11 (.280) 11.91 (.469) 13.53 (.533) 

43860-0016 16.38 (.645) 7.11 (.280) 11.91 (.469) 13.53 (.533) 

MXOl 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• RJ-45 version meets Category 5 for Fast Ethernet 
• Plug latch on top 
• Housing and lightpipes molded in high-temperature 

materials 
• Eliminates costly secondary processes 
• Lower electrical noise than LED offerings 
• 34% fewer leads than LED offerings 
• Enhanced grounding tabs on shield 
• Surface Mount Compatible 

Reference Information 
Product Specification: PS-43860-003 
Packaging: Tray 
UL File No.: El 07 635 
CSA File No.: LRl 9980 
Designed in: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

OPTIONAL GROUND 

TABS (SEE CHART) 

5.28 
.208 

ORDERING INFORMATION AND DIMENSIONS 

Gx· Modular Jack 
Electrical 
Electrical Voltage: 125V 
Current: 1.5A max. 

\.....__/ 43860 
Contact Resistance: 1 OmQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 

Mechanical 
Durability: 500 cycles 

Physical 
Housing: Black glass-filled, high-temperature nylon, UL 94V-O 
Plating: Contact Area-l .27µm (50µ") min. Gold 

Solder Tails-l .27µm (50µ") Tin/Lead on both contact 
area and solder tails over Nickel overall 

Operating Temperature: -40 to +80°( 

Right Angle, Low Profile 
Inverted Shielded Version 
With High Temperature 
Lightpipes 

0 38 
J.0015RMAx .L__ TYP 

14 10 
555 

PANEL OPENING 
r-~17. 37 J 

Order No. 

.684 

2.29X2.29 
.090X.090 

LIGHT ENTRANCE 
AREAS OF LIGHT 

PIPE(S) 

1.02 
~--+-~ _ 040 TYP 

3.56 AVAIL SPACE 
·14 0 FOR LED CHIPS 

-I- - - - +- ] 31·~; 
a16 ~H ~ 
.315 L_~!, ! -~'!1j-~--~ -12.Z_ DIA 

LLB 3.25 D.IOA62 (2 ) PL 
·170 2.54 
~ 12.70 .128 (2) PL 

.500 CIRCUIT 1 

Dimension 
Circuits Loaded Contacts With All Panel With Offset Panel A B c D Groundi"i Tabs Groundi"i Tabs 

6 4 43860-1012 16.38 (.645) 3.05 (.120) 9.88 (.389) 13.53 (.533) 
6 4 43860-l 018 16.38 (.645) 3.05 (.120) 9.88 (.389) 13.53 (.533) 
6 6 43860-l 011 16.38 (.645) 5.08 (.200) 9.88 (.389) 13.53 (.533) 
6 6 43860-1017 16.38 (.645) 5.08 (.200) 9.88 (.389) 13.53 (.533) 
8 8 43860-l 010 16.38 (.645) 7.11 (.280) l l.91 (.469) 13.53 (.533) 
8 8 43860-l 016 16.38 (.645) 7.11 (.280) l l.91 (.469) 13.53 (.533) 

MXOl 0-39 
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FEATURES AND SPECIFICATIONS 
Features and Benefits 
• RJ-45 version meets Category 5 for Fast Ethernet 
• Meets 1.00mm (.039") max. PCB requirements 
• Plug latch on top 
• Shortened leads with bottom contacts 
• Lower electrical noise than LED offerings 
• 34% fewer leads than LED offerings 
• Surface Mount Compatible 

Reference Information 
Product Specification: PS-44380-0003 
Packaging: Unshielded-Tube 

Shielded-Tray 
UL File No.: El 07635 
CSA File No.: LRl 9980 
Mates With: FCC 68 Plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

OPTIONAL GROUND 

TABS (SEE CHART) 

~~--;\ 

J B ~ 

5.28 
.208 

ORDERING INFORMATION AND DIMENSIONS 

Circuits loaded Contocts lightpipes 

6 4 
6 4 
6 4 
8 8 Yes 

8 8 Yes 

0-40 

Electrical 
Voltage: 125V 
Current: 1.5A max. 

Gx· Modular Jack 

\..._/ 44380 
Contact Resistance: 1 OmQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 Cycles 

Physical 
Housing: Black glass-filled high temperature Nylon, UL 94V-O 
Plating: Contact Area-1.27 µm ( 50µ") min. Gold 

Solder Tails-1.27µm (50µ") Tin/Lead on both contact 
area and solder tails 
Underplating-Nickel 

Operating Temperature: -40 to +80°C 

Right Angle, 
Low Profile Inverted 
Mini-PCI Compliant 

0 38 "'LJ 015
RMAX 

_L__ TYP 

14 10 
555 

PANEL OPENING 
r-~ 17 .37 _J 

.684 

1.02 
-&o1--1-..+----+- . 0 4 0 T y p 

2.29X2 .29 
.090X .090 

LIGHT ENTRANCE 
AREAS OF LIGHT 

PIPE(S) 

3 .56 AV AIL SP ACE 
·14° FOR LED CHIP~ 

+- ] 3 .43 

Unshielded 

44380-0003 

.135 -1- - - -
8 .76 

345 I 
t 4 32 f 

170 
2 54 
~ 

fP' 1±~~~ $-L:c~j ~325 6~~ ~tPL 
12.70 128 DIA 
-- · (2) PL 
·5 00 CIRCUIT 1 

Order No. 
Shielded 

With All Panel With Offset Panel 
Grounding Tabs Grounding Tabs 

44380-0006 
44380-0015 

44380-1010 
44380-1016 

MXOl 

PCB LAYOUT : COMPONENT SIDE 
RECOMMENDED PCB THICKNESS : ~~i 

Dimension 

A B c 

15.75 (.620) 3.07 (.120) 9.88 (.389) 
16.38 (.645) 3.07 (.120) 9.88 (.389) 
16.38 (.645) 3.07 (.120) 9.88 (.389) 
16-38 (.645) 7-11 (.280) 11.91 (.469) 
16.38 (.645) 7.11 (.280) 11.91 (.469) 

D 

13-21 (.520) 
13.53 (.533) 
13.53 (.533) 
13.53 (.533) 
13.53 (.533) 



FEATURES AND SPECIFICATIONS 

Features anti Benefits 
• Prevents mismating of RJ-l l plugs into RJ-45 jack 
• Meets Category 5 for Fast Ethernet 
• Plug latch on top 
• Shield with enhanced panel grounding tabs 
• l 00% tested for hi-pot and continuity 
• Shortened leads with bottom contacts 

Reference Information 
Product Specification: PS-43860-0003 
Packaging: Unshielded-Tube 

Shielded-Tray 
UL File No.: El07635 
CSA File No.: LRl 9980 
Mates with: FCC 68 Plugs 
Designed in: Inches 

Electrical 
Voltage: l 25V 
Current: l .5A max. 

~x· Modular Jack 

'----./ 44620 
Contact Resistance: l OmQ max. 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 Mn min. 

Mechanical 
Durability: 500 cycles 

Physical 
Housing: Black glass-filled, high-temperature nylon, UL 94V-O 
Plating: Contact Area-l.27µm (50µ") min. Gold 

Solder Tail Area-l .27µm (50µ") Tin/Lead 
Underplating-Nickel 

Operating Temperature: -40 to +80°C 

Right Angle RJ-4S 
Low Profile Inverted Shielded 
And Unshielded Versions 
With RJ-11 Keepout Feature 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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(2 PLACES) 

PCB LAYOUT : COMPONENT SIDE 
RECOMMENDED PCB THICKNESS J.2l. .. 062 

ORDERING INFORMATION AND DIMENSIONS 

Order Number Dimension 

Circuits Loaded Contads Shielded 
Unshielded With All Panel With Offset Ponel A B ( D 

Groundi'!.9_ Tabs Groundi'!.9_ Tabs 
44620-0001 15.75 (.620) 7.11 (.280) 11.91 (.469) 13.21 (.520) 

8 8 44620-0002 16.38 (.645) 7.11 (.280) 11.91 (.469) 13.53 (.533) 
44620-0003 16.38 (.645) 7.11 (.280) 11.91 (.469) 13.53 (.533) 

Note: (onlocl Molex for 30µ" select Gold plating or for alternative rear and center grounding lob option order numbers 

MXOl 0-41 
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FEATURES AND SPECIFICATIONS 

Features anti Benefits 
• Plug latch on top 
• Shortened leads with bottom contacts 
• Pin and paste solderobility 
• Continuity 
• Packaged in tubes 
• Side-by-side stackable 

Reference Information 
Product Specification: PS-43860-003 
Packaging: Tube 
UL File No.: E10763S 
CSA File No.: LRl 9980 
Motes With: FCC 68 plugs 
Designed In: Inches 

Electrical 
Voltage: 12SV 
Current: 1.SA 

~x· Modular Jack 

'--/ 43814 
Contact Resistance: 1 OmQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: SOO Mn min. 

Mechanical 
Durability: SOO cycles min. 

Physical 
Housing: Block gloss-filled, high-temperature nylon, 

UL 94V-O 
Contact: Gold per FCC 68.S specification 
Plating: 1.27µm (SOµ") min. Gold in contact area and 

1.27µm (SOµ") Tin/Lead on solder toils both over 
Nickel overall 

Operating Temperature: -40 to +80'C 

Right Angle, Low Profile 
Inverted, Dual Port 

CATALOG DRAWING (FOR REFERENCE ONLY) 

~1 

16 .51 
.650 

_j 

5.08 
.200 

(2 PLACES) 
21 .59 
.850 

5 08 
200 

500 2 79 LJ110 12~a 

L215~ P~ACESI ~ ! 5.08 
850 7.62 .200 

.300 

ORDERING INFORMATION AND DIMENSIONS 

Circuits 
Loaded 

Order No. Dimension C 
Contacts 

6 4 43814-6421 3.05 (.120) 
6 6 43814-6621 5.08 (.200) 

0-42 MXOl 

6 LOADED 6 ASSEMBLY 
2.24 PCB LAYOUT : COMPONENT SIDE 
.088 RECOMMENDED PCB THICKNESS J21. 

.062 
102 DIA 
.040 TYP 

1.02 TYP 
.040 

3 ·25 DIA (2 PLACES) .128 

3 .05 
.120 

OL 
12 PLACES) 

21 .59 
.850 

3 .25 
"T2"8 

102 DIA 
.040 TYP 

102 
.040 TYP 

6 LOADED 4 ASSEMBLY 
PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS J21. 
.062 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Plug latch on top 
• Shortened leads with bottom contacts 
• Industry compatible 
• RJ45 meets category 5 for Fast Ethernet 
• Enhanced panel grounding tabs on shield 

Gx· Modular Jack 
Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 1 Omn max. 
Dielectric Withstanding Voltage: 1 OOOV AC 
Insulation Resistance: 500 Mn min. 

"---/ 44248 

• Shielding meets IEC 950, UL 1863 and CSA 233 
Mechanical 
Durability: 500 cycles 

Ganged, Right Angle 
Low Profile Inverted 
Shielded and Unshielded 
Versions Reference Information 

Product Specification: PS-43860-003 
Packaging: Tray 
UL File No.: E107635 
CSA File No.: LRl 9980 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

Physical 
Housing: Black Polyester, UL 94V-O 
Plating: Contact Area-1.27µm (50µ") min. Gold 

Solder Tail Area-1.27 µm (50µ") min. Tin/Lead 
Operating Temperature: -40 to +85°C 

F _____ ,___D_:!:I~~ ~· '~;g 1---------~ 

r~ D 0 

L ;·! 
~il 
.204 

+---+-----+--···· .••• •••• • ••• 
4.32 
.170 

2.54 
:WO 

:f· HH ~++++ +++;. 0 .89 ___, 
2.04 DIA 

035 .080 . 

_J 
CENTER PEG ON 

1.02 8 PORT ONLY .040 

3 .25 DIA 
.128 

-----C/2 
IE---------c--------

IE----------H------------

PCB LAYOUT COMPONENT SIDE 

2 THROUGH 8 PORTS SHIELDED 

4 PORT LAYOUT SHOWN 

1.57 
RECOMMENDED PCB THICKNESS : .0

62 

3 .43 
.135 

ORDERING INFORMATION AND DIMENSIONS 

Order No. Dimension 
Circuits Loaded No. of Center Unshielded Shielded Contacts Ports A B c D E F G peg 

Press Fit Sn!e_ Fit Press Fit Sn!e_ Fit 
4 2 44248-0074 44248-0066 31.75 (1.25) 3.03 (.120) 28.45 (1.120) 13.21 (.520) 14.99 (.590) 4.83 (.190) 15.75 (.620) 

6 
4 2 44248-0102 44248-0094 32.36 (1.27) 3.03 (.120) 28.45 (1.120) 13.45 (.530) 15.47 (.609) 4.83 (.190) 15.75 (.620) 
6 2 44248-0073 44248-0065 31.75 (1.25) 5.07 (.200) 28.45 (1.120) 13.21 (.520) 14.99 (.590) 3.81 (.150) 15.75 (.620) 
6 2 44248-0101 44248-0093 32.36 ( 1.27) 5.07 (.200) 28.45 (1.120) 13.45 (.530) 15.47 (.609) 3.81 (.150) 15.75 (.620) 
8 2 44248-0061 44248-0057 31.75 ( 1.25) 7.11 (.280) 28.45 (1.120) 13.21 (.520) 14. 99 (.590) 2.79 (.110) 15.75 (.620) 
8 2 44248-0089 44248-0085 32.36 (1.27) 7.11 (.280) 28.45 (1.120) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 
8 4 44248-0062 44248-0058 63.25 (2.49) 7.11 (.280) 59.94 (2.360) 13.21 (.520) 14.99 (.590) 2.79(.110) 15.75 (.620) 
8 4 44248-0090 44248-0086 63.86 (2.51) 7.11 (.280) 59.94 (2.360) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 

8 
8 6 44248-0063 44248-0059 94.74 (3.73) 7.11 (.280) 91 .44 (3.600) 13.21 (.520) 14.99 (.590) 2.79 (.110) 15.75 (.620) 
8 6 44248-0091 44248-0087 95.35 (3.75) 7.11 (.280) 91.44 (3.600) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 
8 8 44248-0114 44248-0113 126.24 (4.97) 7.11 (.280) 122.94 (4.840) 13.21 (.520) 14.99 (.590) 2.79 (.110) 15.75 (.620) 
8 8 44248-0116 44248-0115 126.85 (4.99) 7.11 (.280) 122.94 (4.840) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 
8 8 Yes 44248-0064 44248-0060 126.24 (4.97) 7.11 (.280) 122.94 (4.840) 13.21 (.520) 14.99 (.590) 2.79 (.110) 15.75 (.620) 
8 8 Yes 44248-0092 44248-0088 126.85 (4.99) 7.11 (.280) 122.94 (4.840) 13.45 (.530) 15.47 (.609) 2.79(.110) 15.75 (.620) 

MXOl 
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126.44 (4.97) 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Plug latch on top 
• RJ45 meets category 5 for Fast Ethernet 
• Industry compatible 
• Lower electrical noise than LED offerings 
• 34% fewer leads than LED offerings 
• Enhanced panel grounding tabs on shield 

Reference Information 
Product Specification: PS-43860-003 
Packaging: Tray 
UL File No.: El 07635 
CSA File No.: LRl 9980 
Designed In: Inches 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: l Om.Q max. 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 M.Q min. 

Mechanical 
Durability: 500 cycles 

Physical 
Housing: Black Polyester, UL 94V-O 

"-__/ 

Plating: Contact Area-1.27µm (50µ") min. Gold 
Solder Tail Area-1.27 µm (50µ") min. Tin/Lead 

Operating Temperature: -40 to +BS'C 

44248 
Ganged, Right Angle 
Low Profile Inverted 
Shielded and Unshielded 
Versions with Lightpipes 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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ORDERING INFORMATION AND DIMENSIONS 

Order No. 

2.54 

:10Q lQ DIA 

10.31 
.406 

128 

===~~--_-_c_1_2 ____ ~ =====~~~~~~~----_-_-_--_ TT ~:9~ 
'"I le 2.01 L__ 035 

.~~~ D----*- .o ?g PC B LA YOUT C OMPONENT SIDE 3 28 [ii :--f 
--t 2 THROUGH 8 PORTS SHIELDED ~ -¢1-----t 

t---11 .11.!_ 4 PORT LA YOUT SHOWN -r---[jj t [____] .0 49 'f SMT LED 

SMT LED REC OMMENDED PC B THIC KNESS ~ SOLDER 
·062 PATTERN DIMEN SIONS 

Dimension 
Circuits Loaded No. of Center Unshielded Shielded Contacts Ports A B c D E F G H peg 

Press Fit Sn~Fit Press Fit Snap Fit 
4 2 44248-0018 44248-0010 31.75 (1.25) 3.03 (.120) 28.45 (1.120) 13.21 (.520) 14. 99 (.590) 4.83 (.190) 15.75 (.620) 

6 
4 2 44248-0046 44248-0038 32.36 (1.27) 3.03 (.120) 28.45 (1.120) 13.45 (.530) 15.47 (.609) 4.83 (.190) 15.75 (.620) 31.95 (1.25) 

6 2 44248-0017 44248-0009 31.75 (1.25) 5.07 (.200) 28.45 (1.120) 13.21 (.520) 14.99 (.590) 3.81 (.150) 15.75 (.620) 
6 2 44248-0045 44248-0037 32.36 (1.27) 5.07 (.200) 28.45 (1.120) 13.45 (.530) 15.47 (.609) 3.81 (.150) 15.75 (.620) 31.95 (1.25) 

8 2 44248-0005 44248-0001 31.75 (1.25) 7.11 (.280) 28.45 (1.120) 13.21 (.520) 14.99 (.590) 2.79 (.110) 15.75 (.620) 
8 2 44248-0033 44248-0029 32.36 ( 1.27) 7 .11 (.280) 28.45 (1.120) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 31.9 5 ( 1.25) 
8 4 44248-0006 44248-0002 63.25 (2.49) 7.11 (.280) 59.94 (2.360) 13.21 (.520) 14.99 (.590) 2.79 (.110) 15.75 (.620) 
8 4 44248-0034 44248-0030 63.86 (2.51) 7 .11 (.280) 59.94 (2.360) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 63.44 (2.49) 

8 
8 6 44248-0007 44248-0003 94.74 (3.73) 7.11 (.280) 91 .44 (3.600) 13.21 (.520) 14.99 (.590) 2.79 (.110) 15.75 (.620) 
8 6 44248-0035 44248-0031 95.35 (3.75) 7.11 (.280) 91.44 (3.600) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 94.94 (3.73) 
8 8 44248-0110 44248-0109 126.24 (4.97) 7.11 (.280) 122.94 (4.840) 13.21 (.520) 14.99 (.590) 2.79 (.110) 15.75 (.620) 
8 8 44248-0112 44248-0111 126.85 (4.99) 7.11 (.280) 122.94 (4.840) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 126.44 (4.97) 
8 8 Yes 44248-0008 44248-0004 126.24 (4.97) 7.11 (.280) 122.94 (4.840) 13.21 (.520) 14.99 (.590) 2.79 (.110) 15.75 (.620) 
8 8 Yes 44248-0036 44248-0032 126.85 (4.99) 7.11 (.280) 122.94 (4.840) 13.45 (.530) 15.47 (.609) 2.79 (.110) 15.75 (.620) 126.44 (4.97) 

0-44 MXOl 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Plug latch on top 
• RJ-45 meets Category 5 for Fast Ethernet 
• Press-fit or snap-fit pegs 
• Flexibility of any RJ-45/RJ-l l configuration 
• Shortened leads with bottom contacts 
• Enhanced panel grounding tabs on shield 

Reference Information 
Product Specification: PS-43860-003 
Packaging: Tray 
UL File No.: El07635 
CSA File No.: LRl 9980 
Use with: FCC 68 Plugs 
Designed In: Inches 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: l OmQ max. 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles 

Physical 
Housing: Black Polyester, UL 94V-O 

"-J 

Plating: Contact Area-l.27µm (50µ") min. Gold 
Solder Tail Area-1.27 µm (50µ") min. Tin/Lead 

Operating Temperature: -40 to +85°C 

44580 
Ganged, Right Angle 
Low Profile Inverted 
RJ-45 /RJ-11 Combination 
Shielded and Unshielded 
Versions 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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ORDERING INFORMATION AND DIMENSIONS 

Circuits/ Order No. 
Circuits loaded No. Shielded of 

Port Port Port Ports Press Fit Snap Fit 
A 

Port No. l No. l No. 2 No. 3 
8/8 6/6 2 44580-0012 44580-0010 32.36 ( 1.27) 7.11 (.280) 
8/8 6/4 2 44580-0016 44580-0014 32.36 ( 1.27) 7.11 (.280) 

Circuits/ Order No. 
Circuits loaded No. Unshielded of 

Port Port Part Ports Press Fit Snap Fit 
A 

Port No. l Na. l No. 2 Na. 3 
8/8 6/4 2 44580-0008 44580-0006 31.7 5 ( 1.25) 7.11 (.280) 
8/8 6/6 2 44580-0004 44580-0002 31.75 (1.25) 7.11 (.280) 
8/8 6/4 6/4 3 44580-0024 44580-0022 44.50 (1.870) 7.11 (.280) 
8/8 6/6 6/6 3 44580-0020 44580-0018 44.50 (1.870) 7.11 (.280) 

Contact Molex for alternate configurations 

F 

t 57 DIA 
~. 062 

4.32 
~ 

2.54 
Tc)() 

B 

Port No. 2 

5.08 (.200) 
3.03 (.120) 

B 

Part Na. 2 

3.03 (.120) 
5.08 (.200) 
3.03 (.120) 
5.08 (.200) 

~ DIA 
.128 

4 
3.43 
.135 

-------c --- -----
--- ----H ______ _____.,_ 

PCB LAYOUT COMPONENT SIDE 

2 AND 3 PORTS SHIELDED 

3 PORT LAYOUT SHOWN 

RECOMMENDED PCB THICKNESS 

Dimension 

Port No. 3 
c D E 

28.45 (1.120) 13.45 (.530) 15.47 (.609) 
28.45 (1.120) 13.45 (.530) 15.47 (.609) 

Dimension 

Port Na. 3 
c D E 

28.45 (1.120) 13.21 (.520) 14.99 (.590) 
28.45 (1.120) 13.21 (.520) 14.99 (.590) 

3.03 (.120) 44.20 (1.740) 13.21 (.520) 14.99 (.590) 
5.08 (.200) 44.20 (1.740) 13.21 (.520) 14.99 (.590) 

1.57 

.062 

F 

2.79(.110) 
2.79 (.110) 

F 

2.79(.110) 
2.79 (.110) 
2.79( .110) 
2.79 (.110) 

G 
Part Na. l 
to Na. 2 

16.77 (.660) 
17.78 (.700) 

Port Na. l 
to Na. 2 

17.78 (.700) 
16.77 (.660) 
17.78 (.700) 
16.77 (.660) 

MXOl 
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31.95 (1.25) 
31.95 (1.25) 

G 
Part No. 2 
ta No. 3 

15.75 (.620) 
15.75 (.620) 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Plug latch on top 
• RJ-45 meets Category 5 for Fast Ethernet 
• Lightpipes offer lower electrical noise than LEDs 
• Flexibility of any RJ-45/RJ-l l 
• Shortened leads with bottom contacts 
• Enhanced panel grounding tabs on shield 

Reference Information 
Product Specification: PS-43860-003 
Packaging: Tray 
UL File No.: El07635 
CSA File No.: LRl 9980 
Use with: FCC 68 Plugs 
Designed In: Inches 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: l OmQ max. 
Dielectric Withstanding Voltage: l OOOV AC 
Insulation Resistance: 500 MQ min. 

Mechanical 
Durability: 500 cycles 

Physical 
Housing: Black Polyester, UL 94V-O 

"-_/ 

Plating: Contact Area-l .27µm (50µ"} min. Gold 
Solder Tail Area-l .27µm (50µ"} min. Tin/Lead 

Operating Temperature: -40 to +85°C 

44580 
Ganged, Right Angle 
Low Profile Inverted 
RJ-45 /RJ-11 Combination 
Shielded and Unshielded 
Versions with Lightpipes 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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ORDERING INFORMATION AND DIMENSIONS 

Circuits/ Order No. 
Circuits Loaded No. Shielded of 

Port Port Port Ports Press Fit Snap Fit 
A 

No. I No. 2 No. 3 
8/8 6/4 2 44580-0015 44580-0013 32.36 (l.27) 
8/8 6/6 2 44580-0011 44580-0009 32.36 (l.27) 

Circuits/ Order No. 
Circuits Loaded No. Unshielded of 

Port Port Port Ports Snap Fit 
A 

No. I No. 2 No. 3 Press Fit 

8/8 6/4 2 44580-0007 44580-0005 31.75 (l.25) 
8/8 6/6 2 44580-0003 44580-0001 31.75 (l.25) 

8/8 6/4 6/4 3 44580-0023 44580-0021 44.50 (l.870) 
8/8 6/6 6/6 3 44580-0019 44580-0017 44.50 (l.870) 

Note: Contact Molex for alternate configurations 

0·46 

8 .84 
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brt .1.1..!_ 3 PORT LAYOUT SHOWN 
[__] 049 

1 57 
SMT LED RECOMMENDED PCB THICKNESS _

062 
DIMENSIONS 

Dimension 
B 

Port No. I Port No. 2 Port No. 3 
c D E 

7.11 (.280) 5.08 (.200) 28.45 (l.120) 13.45 (.530) 15.47 (.609) 
7.11 (.280) 3.03 (.120) 28.45 (l.120) 13.45 (.530) 15.47 (.609) 

Dimension 
B 

Port No. I Port No. 2 Port No. 3 
c D E 

7.11 (.280) 3.03 (.120) 28.45 (l.120) 13.21 (.520) 14. 99 (.590) 
7.11 (.280) 5.08 (.200) 28.45 (l.120) 13.21 (.520) 14.99 (.590) 
7.11 (.280) 3.03 (.120) 3.03 (.120) 44.20 (l.740) 13.21 (.520) 14. 99 (.590) 
7.11 (.280) 5.08 (.200) 5.08 (.200) 44.20 (l.740) 13.21 (.520) 14. 99 (.590) 

MXOI 

i__ 035 

3 .28 EB=---'
T29 -l±J--t 
rsMT LED 

SOLDER 

PATTERN 

G 
F Port No. I 

to No. 2 
2.79 (.110) 16.77 (.660) 
2.79 (.110) 17.78 (.700) 

G 
F Port No. I 
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2.79 (.110) 17.78 (.700) 
2.79(.110) 16.77 (.660) 
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FEATURES AND SPECIFICATIONS ~x· Modular Jack 
Features anti Benefits 
• Sizes 2 to 6 circuits 

Electrical 
Current: 1.2A 

'----/ 
52018 

• Inverted plug latch on top for easy insertion 
and extraction 

• Split snap-fit PCB retention pegs 
• Compact design saves PCB real estate 

Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: 1 OOOV AC/1 min. 
Insulation Resistance: 1000 MQ min. 

Right Angle, Inverted 
Standard Profile 

Reference Information 
Packaging: Tray 
Mates With: FCC 68 plugs 
UL File No.: E107635 
CSA File No.: LRl 9980 
Designed In: Millimeters 

Physical 
Housing: Glass-filled polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Gold 1.27µm min. over Nickel in contact area; 

Tin/Lead over Nickel in solder tail area 
Operating Temperature: -40 to +80°C 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Order No. 
Dimension 

Contacts A B c 
4 2 52018-4245 12.20 (.480) 1.02 (.040) 12.00 (.472) 
4 4 52018-4445 12.20 (.480) 3.05 (.120) 12.00 (.472) 
6 2 52018-6245 12.20 (.480) 1.02 (.040) 12.00 (.472) 
6 4 52018-6445 12.20 (.480) 3.05 (.120) 12.00 (.472) 
6 6 52018-6645 12.20 (.480) 5.08 (.200) 12.00 (.472) 
8 2 52018-8245 15.00 (.591) 1.02 (.040) 15.00 (.591) 
8 4 52018-8445 15.00 (.591) 3.05 (.120) 15.00 (.591) 
8 6 52018-8645 15.00 (.591) 5.08 (.200) 15.00 (.591) 
8 8 52018-8845 15.00 (.591) 7.11 (.280) 15.00 (.591) 

Note: 0.38µm (15µ") and 0.76µm (30µ") Gold plating also available, contact Molex 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Performance better than category 5 
• Industry compatible 
• Automatic placement on PC boards possible 
• Foot patterns identical to industry standard jocks 
• High reliability, square contact 
• Low Profile 12.70mm (0.5") 

Reference Information 
Product Specification: PS-95003-E 
Packaging: Troy 
UL File No.: 89082 
Motes With: FCC 68 plugs 
Designed In: Millimeters 

~x· Modular Jack 
Electrical 
Voltage: 125V 
Current: 1.5A 

"-._,/ 85511 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 MQ min. 

Physical 
Housing: Block polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ") Gold 

in contact area, 1. 90µm (7 5µ") min. (90/10) 
Tin/Lead in toil area both over Nickel overall 

Operating Temperature: -40 to +80"C 

High-Speed, Vertical 
Standard Profile with Small 
Panel Cutout 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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RECOMMENDED PCB THICKNESS : 1.57 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Performance better than category 5 
• Industry compatible 
• Automatic placement on PC boards possible 
• Foot patterns identical to industry standard jacks 
• High reliability, square contact 

Reference Information 
Product Specification: PS-95003-E 
Packaging: Tray 
UL File No.: 89082 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

Electrical 
Voltage: 125V 
Current: 1.5A 

~x· Modular Jack 

'-../ 8SS06 
Contact Resistance: 20m0 max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ") Gold 

in contact area, 1.90µm (75µ") min. (90/10) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +80"C 

High-Speed, Vertical 
Standard Profile 

CATALOG DRAWING (FOR REFERENCE ONLY) 

ORDERING INFORMATION 

Circuits Loaded Order No. Contacts A 
8 8 85506-0001 15.24 (.600) 
8 8 85506-0002 15.24 (.600) 

MXOl 
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CIRCUIT 1 
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B 
8.89 (.350) 
8.89 (.350) 

D 

6.35 
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PCB LAYOUT :COMPONENT SIDE 
RECOMMENDED PCB THICKNESS : 1.57 

.062 

Dimension 

! c l D 
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8 .89 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Performance better than category 5 
• Fully shielded connector 
• Advanced EMl/RFI protection 
• ISDN standard 
• Industry standard footprint and height 

Reference Information 
Product Specification: PS-95040 and PS-85505, Section 5, 2 
Packaging: Troy 
Motes With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

ORDERING INFORMATION 

Circuits 

o-so 

Loaded 
Contacts 

Electrical 
Voltage: l 25V 
Current: l .SA 

~x· Modular Jack 

\._,/ 8SS07 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 
Shielding Effectiveness: 20 dB min. 

Physical 
Housing: Block polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold 

in contact area, l. 90µm (7 5µ") min. (90/l 0) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +80'C 

12.35 
.486 

Order No. 

85507-0001 

MXOl 
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Standard Profile, Shielded 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Performance better than category 5 
• Fully shielded connector 
• Advanced EMl/RFI protection 
• ISDN standard 
• Industry standard footprint and height 

Reference Information 
Product Specification: PS-85505 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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Electrical 
Voltage: 125V 
Current: 1.5A 

~x· Modular Jack 

\....._/ 8SS08 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 Mn min. 
Shielding Effectiveness: 20 dB min. 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold 

in contact area, 1. 90µm (7 5µ") min. (90/1 OJ 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +80"( 

0.9o DIA TYP 
.035 

CIRCUIT 1 

3 .05 
~ 

High-Speed, Vertical 
Standard Profile, Shielded 

6.35 
.250 

TYP 

8 .89 
.350 
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.118 
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.128 

15.75 
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ORDERING INFORMATION 

Circuits Loaded 
Contacts 

8.89 -i-t-tE---B 

.350 

Order No. 

85508-0001 

CIRCUIT 1 

MXOl 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS : C (SEE CHART) 

0-Sl 



FEATURES AND SPECIFICATIONS 
Features and Benefits 
• Automatic vacuum placement possible 
• Foot pattern identical to industry standard 
• High reliability, square contact 
• 0.1 Omm coplanarity 

Reference Information 
Product Specification: PS-95003 
Packaging: Anti-static blister reel, 13" and 22" 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

~x· Modular Jack 
Electrical 
Voltage: 125V 
Current: 1.5A 

\.._/ 8SS10 
Contact Resistance: 20mQ max. 
Insulation Resistance: 500 MQ min. 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ"} Gold 

in contact area, 1. 90µm (7 5µ"} min. (90/10) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +ao·c 

SM T, Vertical 
Standard Profile with Small 
Panel Cutout 

CATALOG DRAWING (FOR REFERENCE ONLY) 

D 
lt ..ll..Z.._TYP 

.050 

B 

ORDERING INFORMATION AND DIMENSIONS 

Circuits loaded Order No. 
Contacts Blister Reel 22" Blister Reel 13" 

4 4 85510-0025 85510-0017 
6 4 85510-0026 85510-0018 
6 6 85510-0027 85510-0019 
8 8 85510-0028 85510-0020 

0-52 MXOl 

3 .95 
:156 

CIRCUIT 1 

14 .00 
-:551 

2.45 
.096 

B 

c 

5.15 
203 

PCB LAYOUT : COMPONENT SIDE 

Dimension 
A B c 

11.18 (.440) 3.81 (.150) 8.40 (.331) 
13.21 (.520) 3.81 (.150) 9.95 (.392) 
13.21 (.520) 6.35 (.250) 9.95 (.392) 
15.24 (.600) 8.89 (.350) 10.77 (.424) 



FEATURES AND SPECIFICATIONS Qx· Modular Jack 
Features and Benefits 
• Industry compatible 

Electrical 
Voltage: l 25V 
Current: l .5A 

\....__,/ 95003 
• Automatic placement on PC boards possible 
• Foot patterns identical to industry standard jacks 
• High reliability, square contact 
• Low Profile l 2.70mm (0.5") 

Reference Information 
Product Specification: PS-95003-E 
Packaging: Tube 
UL File No.: 89082 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold 

in contact area, l.90µm (75µ") min. (90/10) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +80'C 

CATALOG DRAWING (FOR REFERENCE ONLY) 
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------ 4.96 TYP 
.195 
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ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts Order No. 

4 4 • 95003-6441 
6 4 • 9 5003-664 l 
6 6 • 95003-666 l 
8 8 • 95003-6881 
8 8 95003-6884 

• US Standard Product, available through Molex franchised distributors 

B 

c 

g.z__ TYP 
.050 

Law Profile 

No 
No 
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No 
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CIRCUIT 1 

KEYING 

A 
l l.18 (.440) 
13.21 (.520) 
13.21 (.520) 
15.24 (.600) 
15.24 (.600) 

MXOl 

SMT, Vertical 
Standard Profile with Small 
Panel Cutout 

~DIA TYP 
.128 

0 .76 
.030 

B 

7.20 
.283 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS 1.57 
.062 

Dimension 
B c 

3.81 (.150) 7.62 (.300) 
3.81 (.150) 10.16 (.400) 
6.35 (.250) 10.16 (.400) 
8.89 (.350) 11.43 (.450) 
8.89 (.350) 11.43 (.450) 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Automatic vacuum placement possible 
• Foot pattern identical to industry standard 
• High reliability, square contact 
• 0.1 Omm (.004") coplanarity 

Reference Information 
Product Specification: PS-95003 
Packaging: Antistatic blister tape on 13, 15 or 22" reels 
Mates With: FCC68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

FLAT SURFACE ON BOTH SIDES 
FOR PICK AND PLACE PURPOSE 
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ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts 

8 8 
6 6 
6 4 
4 4 

O-S4 

Electrical 
Voltage: l 25V 
Current: 1.5A 

~x· Modular Jack 

'-..._,/ 85513 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Contact Area-Post plate 1.27 to 1.52µm 

(50 to 60µ") Gold 
Solder Tail Area-1.90µm (75µ") min. Tin/Lead 
Underplating-Nickel 

Operating Temperature: -40 to +80°( 

D~o 
.500 

__J_ 

.050 

SMT, Vertical 
Low Profile 

~ __ n-~3~~ 4.50 .1771 

PCB LAYOUT: COMPONENT SIDE TYP 1.27J~L 
B RECOMMENDED PCB THICKNESS: 1.57 

.062 

Order No. Dimension 
13" Reel 15" Reel 22" Reel A B 

85513-0013 85513-0001 85513-0009 15.24 (.600) 8.89 (.350) 
85513-0014 85513-0002 85513-0010 13.21 (.520) 6.35 (.250) 
85513-0015 85513-0003 85513-0011 13.21 (.520) 6.35 (.250) 
85513-0016 85513-0004 85513-0012 11.18 (.440) 3.81 (.150) 

MXOl 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Meets UL 1086 Section 8 Electrical Probe and UL 1863 

Section 20 Childs Finger Test 
• No exposed leads to meet British Telecom 4000V test 
• Contact tips guided within FCC-specified target zone

Positive alignment prevents shorting 
• l 00% tested for hi-pot and continuity 
• .500" height is industry lowest 

Reference Information 
Product Specification: PS-42410 
Packaging: Troy 
UL File No.: E107635 
CSA File No.: LRl 9980 
Mates With: WE Co. and FCC 68 plugs 
Designed In: Inches 

CATALOG DRAWING (FOR REFERENCE ONLY) 

1.45 

.057 

i 0 .80 

1 .425 i 

DJ 

0
·
53 

R TYP 
025 

16 .64 +0 .38 

+.Oi5 

0 .5D 

ORDERING INFORMATION AND DIMENSIONS 

~ molex~ Modular Jack 
"--/ 42878 

Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 1 Omn max. 
Dielectric Withstanding Voltage: 1 OOOV AC rms 
Insulation Resistance: 500 Mn min. 

Vertical, Low Profile 
For .062 and .125" PCB 

Mechanical 
Durability: 500 cycles min. 

Physical 
Housing: Block gloss-filled polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: 1.27µm (50µ") min. Gold in contact area and 

1.27µm (50µ") Tin/Lead on solder toils both 
over Nickel overall 

Operating Temperature: -40 to +80°C 

5 08± 0 .08 

.200± .002 

3.25± 0 .08 DIA 

.i28± .003 TYP 

± 0 .10 
----1--D------- ± .004 

HOUSING 

SIZE 8 

8 .89± 0 .08 6.35± 0 .08 TYP 

350± 003 TYP ~:· .. 

1
,~0'j 003 

JI ~CIRCUIT 
1 27± 0 05 
----TYP 

0 89± 0 08 DIA 050± 002 3 18± 0 .05 

035± 003 TYP B ± 0 05 125± 002 
± .002 

HOUSING 

SIZE 4 

**~~CIRCUIT 1 

Ls± 0 .05 
± .002 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB 1.57 
THICKNESS .062 

Order No. 
Circuits Loaded Contacts .062" PCB .125" PCB 

Dimension 

Flush Mount Flangeless Flush Mount Flangeless A B D 
4 2 42878-4360 42878-4362 42878-4408 42878-4410 l l.43 (.450) l .27 (.050) 7.62 (.300) 
4 4 42878-4216 42878-4218 42878-4264 42878-4266 l l.43 (.450) 3.81 (.150) 7.62 (.300) 
6 2 42878-6504 42878-6506 42878-6552 42878-6554 13.20 (.520) l .27 (.050) 10.16 (.400) 
6 4 42878-6360 42878-6362 42878-6408 42878-6410 13.20 (.520) 3.81 (.150) 10.16 (.400) 
6 6 42878-6216 42878-6218 42878-6264 42878-6266 13.20 (.520) 6.35 (.250) 10.16 (.400) 
8 2 42878-9272 42878-9274 42878-9368 42878-9370 15.20 (.600) 1.27 (.050) 11.43 (.450) 
8 4 42878-8984 42878-8986 42878-9080 42878-9082 15.20 (.600) 3.81 (.150) 11.43 (.450) 
8 6 42878-8696 42878-8698 42878-8792 42878-8794 15.20 (.600) 6.35 (.250) l l .43 (.450) 
8 8 42878-8408 42878-8410 42878-8504 42878-8506 15.20 (.600) 8.89 (.350) l l .43 (.450) 

Note: Contact Molex for keying order numbers RJ-45 only 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Meets UL l 086 Section 8 Electrical Probe and UL 1863 Sec

tion 20 Childs Finger Test 
• No exposed leads to meet British Telecom 4000V test 
• Contact tips guided within FCC-specified target zone

Positive alignment prevents shorting 
• l 00% tested for hi-pot and continuity 

Reference Information 
Product Specification: PS-42410 
Packaging: Tray 
UL File No.: El 07635 
CSA File No.: LRl 9980 
Mates With: WE Co. and FCC 68 plugs 
Designed In: Inches 

CATALOG DRAWING {FOR REFERENCE ONLY) 
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ORDERING INFORMATION AND DIMENSIONS 

~x· Modular Jack 
'---/ 

42410 
Electrical 
Voltage: l 25V 
Current: l .5A 
Contact Resistance: l Omn max. 
Dielectric Withstanding Voltage: l OOOV AC rms 
Insulation Resistance: 500 Mn min. 

Vertical, Standard Profile 
For .062 and .12S" PCB 

Mechanical 
Durability: 500 cycles min. 

Physical 
Housing: Black glass-filled polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: l .27µm (50µ"} min. Gold in contact area and 

l .27µm (50µ"} Tin/Lead on solder tails both 
over Nickel overall 

Operating Temperature: -40 to +80'C 

5 08± 0 08 

.200± .002 

3 25± 0 .08 DIA 

.128± .003 TYP 

HOUSING 

SIZE 8 

++------,,.--,,-,,--L-
8 89+ 0 08 6 35± 0 .08 TYP 

350: 003 TYP ~:::~ro·, oo
3 

JI ~CIRCUIT 
127±005 
---TYP 

0 89± 0 08 DIA 0 5 0± 00 2 3 18± 0 .05 

035± 003 TYP B ± 0 05 125± 002 
± .002 

HOUSING 

SIZE 4 

•*~L- CIRCUIT 1 
± 0 .05 

B-
± .002 

PCB LAYOUT . COMPONENT SIDE 

RECOMMENDED PCB 1.57 
THICKNESS~ 

Order No. Dimension 
Circuits Lo oded .062" PCB .125" PCB Contacts A B D 

Flush Mount Flange less Flush Mount Flangeless 
6 2 42410-6456 42410-6458 42410-6552 42410-6554 13.46 (.530) 1.27 (.050) 10.16 (.400) 
6 4 42410-6312 42410-6314 42410-6408 42410-6410 13.46 (.530) 3.81 (.150) 10.16 (.400) 
6 6 42410-6168 42410-6170 42410-6264 42410-6266 13.46 (.530) 6.35 (.250) 10.16 (.400) 
8 2 42410-9176 42410-9178 42410-9368 42410-9370 15.49 (.610) 1.27 (.050) 11.43 (.450) 
8 4 42410-8888 42410-8890 42410-9080 42410-9082 15.49 (.610) 3.81 (.150) 11 .43 (.450) 
8 6 42410-8600 42410-8602 42410-8792 42410-8794 15.49 (.610) 6.35 (.250) 11.43 (.450) 
8 8 42410-8312 42410-8314 42410-8504 42410-8506 15.49 (.610) 8.89 (.350) 11.43 (.450) 

Note: Contact Molex for keying order numbers RJ-45 only 

O·S6 MXOl 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• High reliability, square contact 
• Industry standard footprint and height 

Reference Information 
Product Specification: PS-95003-E 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

'- c 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts 

4 4 
6 4 
6 6 
8 8 

Electrical 
Voltage: l 25V 
Current: l .5A 

~x· Modular Jack 

\....._/ 95022 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate l .27 to l .52µm (50 to 60µ") Gold 

in contact area, l.90µm (75µ") min. (90/10) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +ao·c 

0 .9o DIA TYP 
.035 

3.18 
~ 

Vertical 
Standard Profile 

B 

111..rvP 
.050 

6 .35 
. 250 

8 .89 
.350 

PCB LA YOUT :COMPONENT SIDE 
RECOMMENDED PCB THICKNESS : 1.57 

.062 

Order No. 
Dimension 

A B c D 
95022-2447 1 l.18 (.440) 3.81 (.150) 14.00 (.551} 7.62 (.300) 
95022-2647 13.21 (.520) 3.81 (.150) 16.00 (.630) 10.16 (.400) 
95022-2667 13.21 (.520) 6.35 (.250) 16.00 (.630) 10.16 (.400) 
95022-2887 15.24 (.600) 8.89 (.350) 18.00 (.709) 11.43 (.450) 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Industry compatible 
• Automatic placement on PC boards possible 
• Foot patterns identical to industry standard jocks 
• High reliability, square contact 
• Low Profile l 2.70mm (0.5") 

Reference Information 
Product Specification: PS-95003-E 
Packaging: Troy 
Motes With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

~x· Modular Jack 
Electrical 
Voltage: l 25V 
Current: 1.5A 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Block polyester, UL 94V-O 
Contact: Phosphor Bronze 

"--./ 

Plating: Post plate 1.27 to 1.52µm (50 to 60µ") Gold 
in contact area, 1.90µm (75µ") min. (90/10) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +ao·c 

95003 
Vertical, Standard Profile 
With Small Panel Cutout 

lJl=l 1.241 ~ 049 

~J I\. : OPT IONAL KEYING 

l2.69 

o .go DIA TYP 
.035 

B 

15 70 
618 r';i:~ 

A 

+-D_J 
300 TvPJ LnTvP 
.118 .13 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts Order No. 

4 4 • 95003-2441 
6 4 • 95003-2641 
6 6 • 95003-2661 
8 8 • 95003-2881 
8 8 • 95003-2882 
8 8 95003-2886 

• US Standard Product, available through Molex franchised distributors 

0-58 

Key 

No 
No 
No 
No 
Yes 
Yes 

:106 

Low Profile 

No 
No 
No 
No 
No 
Yes 

MXOl 

CIRCUIT 1 

6 .35 
.250 

~DIA TYP 
.128 

c 

PCB LAYOUT : COMPONENT SIDE 

RECOMMENDED PCB THICKNESS : J2.L 
.062 

Dimension 
A B ( 

l l.18 (.440) 3.81 (.150) 7.62 (.300) 
13.21 (.520) 3.81 (.150) 10.16 (.400) 
13.21 (.520) 6.35 (.250) 10.16 (.400) 
15.24 (.600) 8.89 (.350) 11.43 (.450) 
15.24 (.600) 8.89 (.350) 11 .43 (.450) 
15.24 (.600) 8.89 (.350) 11.43 (.450) 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• High reliability, square contact 
• EMl/RFI protection 
• ISDN standard 
• Industry standard footprint and height 
• Shunt allows signal control and line check 

Reference Information 
Product Specification: PS-95040 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

Electrical 
Voltage: 125V 
Current: 1.5A 

~x· Modular Jack 

\...__/ 9SOS2 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: 1 OOOV 
Insulation Resistance: 500 Mn min. 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ") Gold 

in contact area, 1. 90µm (7 5µ") min. (90/10) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +80"C 

Vertical, Standard Profile 
Internal Shield 

CATALOG DRAWING (FOR REFERENCE ONLY) 

ORDERING INFORMATION 
Circuits Loaded Contacts 

18.00 
709 

SHIELD 

12.35 
.486 

Order No. 
95052-2887 

o. 9o DIA TYP 
.035 

CIRCUIT 1 

8.89 6 .3 5 
.350 .250 

~DIA TYP 
.125 

CIRCUIT 1 

MXOl 

---~12. 35 
.486 

8 .89 ---...-+--- . 3 5 0 

-11.l_ TYP 
.050 

3 .80 
.150 

1.?0 DIA TYP 
.067 

-----11.43 
.450 

PCB LAYOUT COMPONENT SIDE 

RECOMMENDED PCB THICKNESS : 1.5 7 
.062 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Fully shielded connector 
• Advanced EMl/RFI protection 
• ISDN standard 
• Industry standard footprint and height 

Reference Information 
Product Specification: PS-95122 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

16.5 
Ts 

3 00 TYP 
.118 

llTvP 
.13 

ORDERING INFORMATION AND DIMENSIONS 

Circuits 

0-60 

Loaded 
Contacts Order No. Key 

95123-2881 No 

Electrical 
Voltage: 125V 
Current: l .5A 

Qx· Modular Jack 

'-..__/ 95123 
Contact Resistance: 20mQ max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 
Shielding Effectiveness: 20 dB min. 

Physical 
Housing: Black polyester, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to l .52µm (50 to 60µ") Gold 

in contact area, l. 90µm (7 5µ") min. (90/l 0) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +80'C 

0.9o DIA TYP 
.035 

CIRCUIT 1 

3 .05 
~ 

3·25 DIA TYP 
128 

CIRCUIT 1 

Vertical, Standard Profile 
Shielded 

____ 8.89 

.350 

12.Z_ TYP 
.050 

15.75 
.620 

6.35 
.250 

TYP 

8.89 
.350 

PCB LAYOUT: COMPONENT SIDE 
RECOMMENDED PCB THICKNESS: C (SEE CHART) 

Dimension C 

1.57 (.059) 

MXOl 



FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Mates with FCC 68 plug 
• Very low profile 
• Bottom entry allows space saving in PCB-design 

Reference Information 
Product Specification: PS-95002-E 
Packaging: Tray 
Mates With: FCC 68 plugs 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Loaded Contacts 

4 4 
6 4 
6 6 
8 8 

Electrical 
Voltage: 125V 
Current: 1.5A 
Contact Resistance: 20mn max. 
Dielectric Withstanding Voltage: l OOOV 
Insulation Resistance: 500 Mn min. 

Gx· Modular Jack 

\.....__/ 95002 
Bottom Entry 
Low Profile 

Physical 
Housing: Black polyamide, UL 94V-O 
Contact: Phosphor Bronze 
Plating: Post plate 1.27 to 1.52µm (50 to 60µ") Gold 

in contact area, 1.90µm (75µ") min. (90/10) 
Tin/Lead in tail area both over Nickel overall 

Operating Temperature: -40 to +8o·c 

0.9o DIA TYP 
.035 

CIRCUIT 1 

J J t- .:!.11_ TYP .050 

B 

2.54 
.100 

c 

..!l.Z_ TYP 

.050 

10.20 
.402 

PCB LAYOUT COMPONENT SIDE 

RECOMMENDED PCB THICKNESS: _lQl._ 
.062 

Order No. 
Dimension 

A B c 
95002-2443 11.40 (.449) 3.81 (.150) 10.20 (.402) 
95002-2643 13.43 (.529) 3.81 (.150) 12.20 (.480) 
95002-2663 13.43 (.529) 6.35 (.250) 12.20 (.480) 
95002-2883 15.46 (.609) 8.89 (.350) 14.20 (.559) 
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FEATURES AND SPECIFICATIONS 

Features and Benefits 
• Dust protection of jacks not in use 
• FCC 68 plug latching system 

Reference Information 
Packaging: Bag 
Mates With: FCC68 jacks 
Designed In: Millimeters 

CATALOG DRAWING (FOR REFERENCE ONLY) 

7.50 
.295 

6.50 

.256 

ORDERING INFORMATION AND DIMENSIONS 

Circuits Order No. 
A t 6/6 85999-3256 13.0 (.Sl) 

8/8 85999-3255 15.0 (.59) I 

0-62 

Physical 
Housing: Black polcarbonate, UL 94V-1 
Temperature: -40 to +80°( 

Dimension 
B t ( 

6.00 (.236) 9.60 (.378) 
8.00 (.315) I 11 .50 (.453) 

MXOl 

~x· Modular Jack 

'-./ 85999 
Blind Plug 
Dust Cover 



FEATURES 

• For prototype and repairs 
• Ratchet will not open until crimp action is completed 
• Die sets can be changed to accommodate different circuit 

sizes 

ORDERING INFORMATION 

Descr_!ttion Order No. 
W.E. Plug, N.K. 69008-1120 
W.E. Plug, N.K. 69008-1120 
W.E. Plug, N.K. 69008-1121 
W.E. Plug, Key 69008-1121 
W.E. Plug, N.K. 69008-1122 
W.E. Plug, N.K. 69008-1122 
W.E. Plug, N.K. 69008-1123 
W.E. Plug, N.K. 69008-1124 

This range of hand tools is for the application of loose part plugs only 

• For prototype and repairs 
• Ratchet will not open until crimp action is completed 
• Die sets can be changed to accommodate different circuit 

sizes 

ORDERING INFORMATION 

Description Order No. 
Shielded 5.40mm Coble 69008-1100 
Shielded 6.00mm Coble 69008-1104 

• For prototype and repairs 
• Ratchet will not open until crimp action is completed 

ORDERING INFORMATION 

Description Order No. 
8 Circuit 69008-1106 

• For prototype and repairs 
• Ratchet will not open until crimp action is completed 
• Die sets can be changed to accommodate different circuit 

sizes 

ORDERING INFORMATION 

Order No. 
Circuits 

Tool and Dies 
4/4 11-32-4790 
6/2 11 -32-4795 
6/4 11 -32-4795 
6/6 11 -32-4791 

Plug 
90075-0003 
90075-0027 
90075-0011 
90075-0035 
90075-0007 
90075-0031 

90075-0136/0145 
90075-0132/0141 

Dies Only 
11 -32-4767 
11 -32-4796 
11 -32-4796 
11 -32-4796 

~x· Application Tooling 
"-.___/ 

Plug Size and No. of Contacts 
4/4 
4/4 
6/4 
6/4 
6/6 
6/6 
8/6 
8/8 

Plug 
95043-2881 
95043-5881 

Plug 
87522 

Plug 

87031 
87031 
87031 
87031 

Manual Plug Hand Tool for 
900 7 5 Series 

Manual Shielded Plug Hand 
Tool for 9 5043 Series 

Manual Plug Hand Tool for 
87522 Series 

Manual Plug Hand Tool for 
87031 Series 

Preferred Version in Europe-Not Available in the US 
Circuits Order No. Plug 

4/4 69008-1110 87031 
6/4 69008-1113 87031 
6/6 69008-1114 87031 

MXOl 0-63 



ORDERING INFORMATION Available only in Europe 

Description Order No. 
Manual Press Only 69020-0660 

Order No. 
Description 

Terminator Die Terminator Die Spare Tooling 
Plug 

.,. 
.:ii= 
v a ... 

"a 
c: 
a .,. 
m 
:::. 
;: 

W.E. Plug, N.K.* 69020-0500 
W.E. Plug, N.K.* 69020-0500 
W.E. Plug, N.K.* 69020-0500 
W.E. Plug, Key* 69020-0500 
W.E. Plug, Key* 69020-0500 
W.E. Plug, Key* 69020-0500 
W.E. Plug, N.K.* 69020-0500 
W.E. Plug, N.K.* 69020-0500 
W.E. Plug, Key* 69020-0500 
W.E. Plug, Key* 69020-0500 
W.E. Plug, N.K.* 69020-0140 
W.E. Plug, N.K.* 69020-0140 
W.E. Plug, N.K.* 69020-0140 
W.E. Plug, N.K. * 69020-0140 
W.E. Plug, N.K. * 69020-0140 
W.E. Plug, N.K.* 69020-0140 
Low Profile Jock 69020-0083 69020-0081 
Low Profile Jock 69020-0084 69020-0082 
Low Profile Jock 69020-0098 69020-0097 
Low Profile Jock 69020-0105 69020-0102 
Low Profile Jack 69020-0104 69020-0099 

FEATURES 

• Modular 
• Quick tooling changeovers 
• Ratchet terminator assures completion of full cycle 

;; ORDERING INFORMATION 
:; ~~~~~~~~~~~~~~~~~ 
"a Description Order No. 11 Manual Standard Press 11 -31-6356 

E Description 
Order No. 

Press Assemblyt Fixture Only 
W.E. Plug, N.K.* 11-20-1273 11 -21 -9933 
W.E. Plug, N.K.* 11-20-1273 11-21-9933 
W.E. Plug, N.K.* 11-20-1273 11 -21 -9933 
W.E. Plug, N.K.* 11 -20-1273 11 -21 -9933 
W.E. Plug, N.K.* 11 -20-1273 11-21-9933 
W.E. Plug, N.K .* 11 -20-1273 11-21 -9933 
W.E. Plug, N.K .* 11-20-1274 11-21-9933 
W.E. Plug, N.K.* 11 -20-1274 11-21-9933 
W.E. Plug, N.K.* 11-20-1274 11-21-9933 

* These ore terminated as loose parts only 
t The press assembly includes an arbor press, fixture and die 
Note: For more information reference the Application Tooling section 

0-64 

90075-0003 
90075-0027 
90075-0011 
90075-0035 
90075-0012 
90075-0036 
90075-0007 
90075-0031 
90075-0008 
90075-0032 
90075-0128 
90075-0136 
90075-0145 
90075-0124 
90075-0132 
90075-0141 

Die Only 
Plug 

11 -28-0225 90075-0003 
11 -28-0225 90075-0027 
11 -28-0225 90075-0011 
11-28-0225 90075-0035 
11-28-0225 90075-0007 
11-28-0225 90075-0031 
69020-0140 90075-0145 
69020-0140 90075-0132 
69020-0140 90075-0141 

MXOl 

~x· Application Tooling 
"---/ 

Plug Size and 
No. of Contacts 

4/4 
4/4 
6/4 
6/4 
6/4 
6/4 
6/6 
6/6 
6/6 
6/6 

8/6 S. Body 
8/6 S. Body 
8/6 S. Body 
8/8 S. Body 
8/8 S. Body 
8/8 S. Body 

4/4 
6/6 
6/4 
8/6 
8/8 

Plug Size and 
No. of Contacts 

4/4 
4/4 
6/4 
6/4 
6/6 
6/6 

8/6 S. Body 
8/8 S. Body 
8/8 S. Body 

Manual Press and Fixtures 
for 90075 

Available PrimarHy in the U.S. 

Manual Standard Press for 
900 7 S Series 

Manual Standard Press 

Fixture 

Die 



FEATURES 

• Modular 
• Quick tooling changeovers 
• Ratchet terminator assures completion of full cycle 

ORDERING INFORMATION 

Descri tion Order No. 
Manual Standard Press 11 -31 -6356 

Order No. 
Press Assemb!If Fixture On!!_ 

11 -20-1270 11 -31 -7559 
11 -20-1270 11 -31 -7559 
11 -20-1270 11 -31 -7559 
11 -20-1272 11 -31 -7559 
11 -20-1272 11 -31 -7559 
11 -20-1272 11 -31 -7559 
11 -20-1272 11 -31 -7559 
11 -20-1272 11 -31 -7559 
11 -20-1272 11 -31 -7559 
11-20-1271 11 -31 -7559 
11 -20-1271 11 -31 -7559 
11 -20-1271 11 -31 -7559 

• These are terminated as loose parts only 
t The press assembly includes an arbor press, fixture and die 
Note: For more information reference the Application Tooling section 

FEATURES AND SPECIFICATIONS 

Available Primarily in the US 

Die On!!_ 
Plug 

11-32-4767 87031 -0413 
11 -32-4767 87031-0423 
11 -32-4767 87031 -0433 
11 -32-4796 87031 -0615 
11 -32-4796 87031 -0625 
11 -32-4796 87031 -0635 
11 -32-4796 87031 -0617 
11 -32-4796 87031 -0627 
11 -32-4796 87031 -0637 
11 -32-4768 87031 -0619 
11 -32-4768 87031-0629 
11 -32-4768 87031 -0639 

~x· Application Tooling 

'--/ Manual Standard Press for 
87031 Series 

Plug Size and 
No. of Contacts 

4/4* 
4/4* 
4/4* 
6/2* 
6/2* 
6/2* Manual Standard Press 
6/4* 
6/4* 
6/4* 
6/6* 
6/6* 
6/6* 

Fixture Die 

Features 
• High precision 
• Easily changeable tooling 

Specifications 
Weight: 10.5kg (23.2 lb) 
Size: Width-150mm (5.9") 

Shielded Modular Plug .; 
Auto Termination Machine for ..= 

• Portable 
• All electric operation 
• Simple operation 

ORDERING INFORMATION 

Descri tion 

Depth-305mm (12") 
Height-150mm (5.9") 

Electrical: 11 OV, 60 Hz, 7 A 
Rate: 600 terminations per hour depending on operator skill 

Order No. Product No. 
Shielded Modular Plug Auto-Termination 62300-1400 95043 

FEATURES AND SPECIFICATIONS 

Features 
• Able to terminate and test 2 modular plugs simultaneously 

or terminate 1 modular plug with no test ability 
• Low maintenance 
• Testing applications include: continuity, broken lines and 

short circuits 
• Tester is Factory set for 1-to-1 wiring pattern, but may be 

field set for any wiring pattern 

ORDERING INFORMATION 

Descri tion 

Specifications 
Weight (Machine): 18.2kg (40. l lb) 
Size (Machine): Width-145mm (5.7") 

Depth-330mm (13") 
Height-270mm (10.6") 

Weight (Tester): 4.54kg (10 lb) 
Size (Tester): Width-215mm (8.5") 

Depth-310mm (12.2") 
Height-115mm (4.5") 

Electrical: 11 OV, 60 Hz, 7 A 
Rate: 900 terminations per hour depending on operator skill 

Order No. Connector 
Dual Terminating Machine with Tester 62300-1500 87 522/87031 

MXOl 

9 5043 Series 

Dual Terminating Machine 
with Tester for 87522 and 
87031 Series 

0-6S 



~x· Application Tooling 

\.._,/ Semi-Automatic TM-40 I 4 2 

ORDERING INFO Preferred Version in Europe - Not Available in the US 

Description Order No. Volts 
European TM-42 Press 69002-5000 22ov 

US TM-42 Press 69002-5001 1 lOV 

Order No. 
Description 

Terminator Die Terminator Die Spare 
Tooli'!9_ 

W.E. Plug, N.K.* 69017-0087 69017-0088 
W.E. Plug, N.K.* 69017-0087 69017-0088 
W.E. Plug, N.K .* 69017-0087 69017-0088 
W.E. Plug, N.K.* 69017-0087 690l7-008B 
W.E. Plug, N.K.* 69017-0069 69017-0067 
W.E. Plug, Key* 69017-0065 69017-0059 
W.E. Plug, N.K.* 69017-0069 69017-0067 
W.E. Plug, Key* 69017-0065 69017-0059 
W.E. Plug, N.K.* 69017-0069 69017-0067 
W.E. Plug, N.K.* 69017-0065 69017-0059 
W.E. Plug, Key* 69017-0065 69017-0059 
W.E. Plug, Key* 69017-0065 69017-0059 
W.E. Plug, N.K.* 69017-0068 69017-0066 
W.E. Plug, N.K.* 690l7-006B 69017-0066 
W.E. Plug, Key* 69017-0060 69017-005B 
W.E. Plug, Key* 69017-0060 690l7-005B 
W.E. Plug, N.K.* 69017-0096 69017-0044 
W.E. Plug, N.K.* 69017-0096 69017-0044 
W.E. Plug, N.K.* 69017-0096 69017-0044 
W.E. Plug, N.K.* 69017-0095 69017-0050 
W.E. Plug, N.K.* 69017-0095 69017-0050 
W.E. Plug, N.K. * 69017-0095 69017-0050 

• The above die units apply to chain feed products only 

FEATURES AND SPECIFICATIONS 

ORDERING INFORMATION 

US Press 
Description 1 Order No. 1 TM-2000 63BOO-B300 

Europe Press 
Descr~ion l Order No. l 

Pl 00 Bench Press l 69014-0095 l 
Pl 07 Bench Press 1 69014-0092 l 

Plug Type Mini-Mac Alf!icator 
90075 4/4 69037-1213 
90075 6/2 69037-1228 
90075 6/4 69037-1229 
90075 6/6 69037-1183 
90075 8/8 69037-1190 

0-66 

Volts 
llOV 

Volts 
220V 
220V 

Used With 
T2 and Terminator Dies 
T2 and Terminator Dies 

Plug Plug Size and 
No. of Contacts 

90075-0001 4/4 
90075-0025 4/4 
90075-0049 4/3 
90075-0053 4/3 
90075-0057 6/2 
90075-005B 6/2 
90075-006 l 6/3 
90075-0062 6/3 
90075-0009 6/4 
90075-0033 6/4 
90075-0010 6/4 
90075-0034 6/4 
90075-0005 6/6 
90075-0029 6/6 
90075-0006 6/6 
90075-0030 6/6 
90075-0126 B/6 S. Body 
90075-0134 B/6 S. Body 
90075-0143 B/6 S. Body 
90075-0122 B/B S. Body 
90075-0130 8/8 S. Body 
90075-0139 B/B S. Body 

I Used With 
J FineAdjust and Mini-Moc Applicators 

I Used With 
J FineAdjust and Mini-Mac Applicators 
J FineAdjust and Mini-Mac Applicators 

Mini-Mac ~are Tooling 
69037-2213 
69037-2228 
69037-2229 
69037-2183 
69037-2190 

MXOl 

Terminator Dies 
For 900 7 S Series 

Semi-Automatic 
Mini-Mac Applicator 
For 90075 Series Plugs 


