
Compaq ActiveAnswers for Covalent Web
Servers Powered by Apache

Business-class open
source Web solutions

Covalent is the leading
provider of business-class
enhancements for Apache —
the world’s most widely-used
Web server*. Combined with
Compaq ProLiant servers
running Linux, you get all the
advantages of open source
software in a commercial
grade environment that
quickly and easily integrates
with your existing IT
infrastructure.

* Netcraft – 08/01

If you’re ready to move to one of the industry’s
hottest Web-serving environments — 
Apache —and want to take advantage of the
price:performance of Compaq ProLiant™ servers
running Linux, then Compaq and Covalent have
the solution for you.

We’ve teamed up to deliver business-ready
Apache Web Server solutions designed for and
tested on award-winning ProLiant platforms
running Linux. Best of all, we’re making it easier
than ever for you to adopt this high-powered
industry-standard Web environment, with
Compaq ActiveAnswers™ for Covalent Web 
Servers Powered by Apache — your key to rapid,
hassle-free deployment.

Compaq ActiveAnswers for Covalent Web Servers
Powered by Apache provides you with the
essential tools and information you need to
effectively plan and implement a robust Linux-
based Apache solution—complete with an
installation checklist, sample configurations 
and architecture, and a Covalent migration 
guide to ease the transition from your 
legacy environment.

It’s the easiest, fastest way to gain the flexibility
and cost-effectiveness of an open source Web
environment that delivers the robustness of a
business-class solution.
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Compaq ActiveAnswers for Covalent Web Servers
Powered by Apache

Compaq ActiveAnswers for Covalent
Web Servers Powered by Apache 
helps you accelerate your time to
success by offering expert guidance 
and proven techniques jointly
developed by Compaq and Covalent.

Here’s what you get:

> Installation Checklist – Important
installation guidelines and valuable
tips that save time and avoid hassles,
including customized pointers to help
you get the most out of Covalent Web
Servers Powered by Apache on
ProLiant servers running Linux

> Sample Configurations and
Architecture Guide – Tried and 
tested configurations take the
guesswork out of choosing the 
right hardware/software to meet
your usage requirements; plus,
architectural guidelines provide a
roadmap for scaling your solution 
or deploying it in a multi-tier
environment

> Covalent Migration Guide – Provides
the invaluable insight that makes it
fast, easy, and cost effective to move
from a legacy iPlanet/Netscape Web
environment and gain the leading
price:performance of industry-
standard ProLiant platforms 
running a Covalent Web server
powered by Apache on Linux

Sample configurations

Compaq and Covalent have worked closely to develop sample
configurations that you can quickly deploy to meet your business needs.
The result is an enterprise-ready open source Web environment on an
industry-standard platform that delivers superior price:performance.

Small Fast Start Server Configuration
Intel Pentium Processor Base Min. Rack- 
III (MHz) RAM (MB) Storage (GB) mount

Web, Application
and Database Server: 1000 1 256 18 1U
Compaq ProLiant DL360

Medium Fast Start Server Configuration
Intel Pentium Processor Base Min. Rack- 
III (MHz) RAM (MB) Storage (GB) mount

Web, Application
and Database Server: 1266 1 256 36 2U
Compaq ProLiant DL380 G2

Large Fast Start Server Configuration
Intel Pentium Processor Base Min. Rack- 
III (MHz) RAM (MB) Storage (GB) mount

Web Server:
Compaq ProLiant DL380 G2 1266 1 256 18 2U
Application Server:
Compaq ProLiant DL380 G2 1266 1 256 18 2U
Database Server:
Compaq ProLiant DL380 G2 1266 1 256 18 2U

Where do you start?

You can get started today by simply visiting
compaq.com/solutions/covalent and exploring the 
free resources available for Covalent Web Servers Powered 
by Apache on Compaq ProLiant servers running Linux. It’s 
the best way to streamline your time to success with this 
industry-leading Web environment.


